


These reference charts are only provided as a reference and is not intended to be used for the construction of 
complete part numbers for order placing.  Dorner has a full network of trained Distributors and sales staff equipped with our 

configuring / pricing software who are able to provide complete and accurate quotes for all standard products in a matter of minutes.

For more information about any product or accessory, or to locate a local distributor, go to www.dorner.com.

7360 SERIES: GEARMOTOR MOUNT PACKAGES

7 3 5  M  S  P  S  A  G S  C S

        Conveyor Sprocket:  30 = 30 Tooth, Blank = Side Drive	
       Gearmotor Sprocket:  30 = 30 Tooth, Blank = Side Drive
     Drive Position:  A or D
    Gearmotor Size:  S = Standard Load, H = Heavy Load, L = Light Load
   Gearmotor Type:   1 = Washdown 90 Degree,  2 = Washdown Parallel Shaft,  3 = Industrial 90 Degree
  Drive Type: S = Side, B = Bottom, N = Nose Bar
 Language: M = English

7360 SERIES: SUPPORT STANDS

7 3 6  S  H M  W W  3 2  3 6  F

       Foot:  F = Fixed Foot, C = Caster w/ Diagonal Brace, B = Fixed Foot w/ Diagonal Brace
     Maximum Top of Belt Height
    Minimum Top of Belt Height
   Width: 04-36
  Stand Type: 
   HM = Horizontal Mount	  HR = Horizontal Mount w/ Outriggers
   AM = Angle Mount		   AR = Angle Mount w/ Outriggers
 Conveyor Type: S = Straight

7360 SERIES: LOW HEIGHT SUPPORT STANDS

3 X  M L H  W W  H H  H H  F

       Foot:  F = Fixed Foot, C = Swivel Locking Caster
     Maximum Top of Belt Height
    Minimum Top of Belt Height
   Conveyor Width/Stand Type: 
    00 = Fixed Foot Model   04 thru 60 = 4” to 60”, Caster Model
  Conveyor Type: 9 = 7360 Straight

7360 SERIES: TALL SUPPORT STANDS

3 X  M T H  W W  H H  H H  B

     Maximum Top of Belt Height
    Minimum Top of Belt Height
   Conveyor Width: 04-60
  Stand Type: 
   TH = Tall Horizontal Mount
   TA = Tall Angle Mount
 Conveyor Type: 9 = 7360 Straight 

7360 Series: Part Number Reference
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These reference charts are only provided as a reference and is not intended to be used for the construction of 
complete part numbers for order placing.  Dorner has a full network of trained Distributors and sales staff equipped with our 

configuring / pricing software who are able to provide complete and accurate quotes for all standard products in a matter of minutes.

For more information about any product or accessory, or to locate a local distributor, go to www.dorner.com.

7360 SERIES: ROLLER TRANSFER PLATE

7 3 6 S T  -  W W

   Conveyor Width: 04-52

7360 SERIES: OVERHEAD GUIDE

7 3 5 H G  A  -  L L

   Guide Length: 03-10
  Guide Type: A = Adjustable, T = Tool-less 

7360 SERIES: UPPER GUIDE

7 3 5 U G  A  W  P  -  L L

     Guide Length: 03-10
    Post: V = Vertical post, N = No vertical post
   Guide Width: 1 = 5”, 2 = 10”
  Guide Type: A = Adjustable, T = Tool-less 

7360 SERIES: ACCESSORY MOUNTING BAR

7 3 5 A M  -  L L

   Tail Version: 01 = 1” tail, 03 = 3” tail

7360 SERIES: PHOTO EYE AND REFLECTOR MOUNTING BRACKETS

7 3 5  P M  -  F P

   Post Type: 
    NP = Fixed Post w/o post included
    FP = Fixed Post w/ post included 
    AM = Accessory Mount
  Mount Type: 
   PM = Photoeye Mount
   RM = Reflective Mount 
   CM = Convergent Mount

7360 Series: Part Number Reference
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Performance Tested:

• �Pre-tested with actual product  
upon request

• �Pre-engineered for  
conveyor performance

• �Engineered for optimal  
motor performance 

• �Washdown and stainless  
controls available

Prepackaged and Stand Alone Control Kits:

• �Building block approach provides 
standardized solutions for applications 
ranging from motor overload to 
precision indexing and positioning

• �Color coded Quick Connect/Disconnect 
control devices

• Includes all mounting hardware

• �Can be pre-mounted on conveyor  
before shipping

• No high voltage wiring

• Quick Connect/Disconnect motor cords

• �Full range of standardized  
accessories available

Motor Control 
Solutions 
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Quick Disconnect 
Motor Cords

Color Coded 
Quick Disconnect  

Input Devices
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Motor Controls

323



Dorner Motor Control’s building block approach 
provides economical and standardized solutions 
for several applications ranging from motor 
overload to precision indexing and positioning.

Fixed Speed Motor with 
Overload Protection

Variable Speed 
Motor Controller 

Emergency Stop External Control 
Machine Interface

Manual Motor  
Starters

VFD Motor Control – 
Single Input Interface

AC & DC Variable 
Speed Controllers

VFD Motor Control – 
Dual Input Interface

Save Time, Ensure Performance  
& Save Money!

Controls: OVERVIEW
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Indexing DriveApplication Control 
(1) Input

Application Control 
(2) Inputs

Control  
Stop Kit

Emergency  
Stop Kit

Jog Push  
Button Kit

Photo  
Eye Kits

Controls: OVERVIEW
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Manual Motor Starters

Manual motor starts are manual electronic disconnects that provide motor overload protection 
and are required by the National Electric Code (NEC) for safe motor operation.

• �Provide basic motor on/off control  
with overload protection

• Plastic Nema 4X enclosure

• Optional Lockout/Tagout kit

• Push Button Start/Stop

• Includes mounting hardware

Optional Lockout/Tagout Kit
• �Can be added to any manual  

motor starter

• Part No: 75M-LT-1

Manual Motor Starters  

• 230V, 1 phase includes cord, plug and starter
• 230/400 Volts, 3 phase wiring to starter by others
• Wiring between motor and starter provided when ordered together
• 50 Hz

Part Number In Volts In Phase Amp Range Illustration

62(c)M21H
62(c)M23H
62(c)M43H
62(c)M21T
62(c)M23T
62(c)M43T
62(c)M21J
62(c)M23J
62(c)M43J
62(c)M23K
62(c)M43K
62(c)M23R
62(c)M43R

230
230
400
230
230
400
230
230
400
230
400
230
400

1
3
3
1
3
3
1
3
3
3
3
3
3

0.25 - 0.4
0.16 - 0.25
0.1 - 0.16
1.6 - 2.5
1.0 - 1.6

0.63 - 1.0
2.5 - 4.0
1.6 - 2.5
1.0 - 1.6
4.0 - 6.3
2.5 - 4.0
2.5 - 4.0
1.0 - 1.6

A
B
B
A
B
B
A
B
B
B
B
B
B

(c) = Electrical Configuration 	 G = CE German
F = CE French	 U = CE Great Britain

 Note:  �When buying a gearmotor only without the starter, the customer 
must supply their own on/off switch and motor overload protection 
to comply with the CE Safety Directive.

Manual Motor Starters

• 230/460 Volts, 3 phase wiring to starter by others
• Wiring between motor and starter provided when ordered together
• 60 Hz

Part Number In Volts In Phase Amp Range Illustration

62MM23L
62MM43L
62MM23M
62MM43M
62MM23U
62MM43P
62MM23Q
62MM43Q
74MM11F 
74MM21D
74MM23A
74MM23B
74MM23C
74MM23D
74MM23E
74MM43A
74MM43B 
74MM43C
74MM43D

230
460

208 - 230
460

208 - 230
460

208 - 230
460
115

208-230
208-230
208-230
208-230
208-230
208-230

460
460
460
460

3
3
3
3
3
3
3
3
1
1
3
3
3
3
3
3
3
3
3

1.0 - 1.6
0.4 - 0.63
1.6 - 2.5
1.0 - 1.6
2.5 - 4.0
1.6 - 2.5
4.0 - 6.3
2.5 - 4.0

6.3 - 10.0
2.5 - 3.9

0.63 - 0.99
1.0 - 1.59
1.6 - 2.4
2.5 - 3.9
4.0 - 6.3
1.6 - 2.4
2.5 - 3.9

0.63 - 0.99
1.0 - 1.59

B
B
B
B
B
B
B
B
C
C
C
C
C
C
C
C
C
C
C

7.0 (178)

3.4 (86) 3.7 (94)

Illustration A

7.0 (178)

3.4 (86) 3.7 (94)

Illustration B

8.78[223]

1.00[25]

8.09[205]

5.03[128]

7.00[178]

6.26[159]

8.63[219]

7.44[189]

Illustration C*

* Applicable for sanitary applications

Controls: Manual Motor Starters
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Variable Speed Controllers

Dorner offers a variety of variable speed controllers to accommodate your gearmotor,  
electrical and environmental requirements.

DC Variable Speed Controllers
• PWM DC control

• Nema 1 enclosure

• Line cord and motor cord

• On/Off switch

• Forward/Off/Reverse switch version

• Speed potentiometer

• Mounting hardware

AC Variable Speed Controllers
• VFD control

• Nema 1 enclosure

• Line cord and motor cord

• On/Off switch

• Speed potentiometer

• Mounting hardware

• Forward/Off/Reverse switch version

• Up to 1/2 hp motors

Full Feature Variable Speed Controller
• Full feature VFD control

• NEMA 4 enclosure

• Digital display

• �Keypad with Start/Stop,  
Forward/Reverse and  
speed variations

• Includes cord to motor

• �Power to controller  
by others

• �32MV1122 includes line cord  
to controller

• Mounting hardware

• �Nema 4x stainless steel  
version available 

• Up to 2 Hp motors

5.9 (150)

6.3 (160)
4.5

(114)

10.5
(268)

8.0
(203)

5.7 (145)
5.8 (147)

5.0
(127)

7.1 (180)
5.3 (135)

62MD1134R
7.1 (181)
5.3 (133) 4.5

(114)

4.6 (116)

3.9 (100)

62MD1134

5.7 (145)
5.8 (147)

5.0
(127)

7.1 (180)
5.3 (135)

62MD1134R
7.1 (181)
5.3 (133) 4.5

(114)

4.6 (116)

3.9 (100)

62MD1134

See Appropriate Conveyor Section for Sizing and Ordering Information

Controls: Variable Speed Controllers
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Single and Dual Input Motor Control

VFD Motor Control  –  Single Input Interface
• Variable frequency drive

• 0.5 HP, 2.4 Amp output

• 115V single phase input voltage

• 230V three phase output

• Motor overload protection

• Nema 1 enclosure

• Quick disconnect motor cord

• One input location for control devices

• Quick disconnect plug for control devices

• Internal terminals for hardwired PLC or machine interface

Part Number 75M-V1-3211-05

VFD Motor Control  –  Dual Input Interface
• Variable frequency drive

• 115V/230V single phase input voltage

• 230V/460V three phase input voltage

• Motor overload protection

• Lockout/tagout disconnect

• Nema 12 enclosure

• Operator interface panel

• Quick disconnect motor cord

• Two input locations for control devices

• Quick disconnect plug for control devices

• Internal terminals for hardwired PLC or machine interface

Part Number
Input  
Volts

Input 
Phase

Input 
Hz

Output 
Volts

Max 
Hp

Max 
Amps

75M-V2-3211-05
75M-V2-3211-10
75M-V2-3232-10
75M-V2-3232-20
75M-V2-3434-10
75M-V2-3434-20

115
115
230
230
460
460

1
1

1 or 3
1 or 3

3
3

60
60
60
60
60
60

230
230
230
230
460
460

1
1.5
1.5
2

1.5
2

4.0
5.2
5.2
7.0
2.8
3.8

O
 O

FF

I 0N

DOC0992

11.81 [300]

6.19 [157]

11.81 [300] 14.15 [359]

10.24 [260]

5.95 [151]

5.00 [127]

11.11 [282]

7.38 [187]

4.72 [120]

5.25 [133]

DOC0991

Controls: Motor Controllers

328



Indexing Drive

Specifications:
• Electronic indexing 

• Up to 60 indexes per minute

• Requires run signal

• Low inertia motor

• Adjustable acceleration/deceleration

Features & Benefits:
• �Compatible with 2200, 3200, 5200 and 6200 Series  

standard load gearmotor mounting packages

• �Utilizes standard variable frequency drive controller  
and accessory kits

• Pre-wired motor and AC line cords

VFD Motor Control with Dual Input Interface

• Variable frequency drive
• 115V single phase input voltage
• 230V three phase input voltage
• 230V three phase output
• Motor overload protection
• Nema 12 Enclosure
• Operator interface panel
• Quick disconnect motor cord
• Two input locations for control devices
• Quick disconnect plug for control devices
• Lockout/Tagout provided

Part Number Input Volts Input Phase Input Hz Output Volts Max HP Max Amps

75M-V2-3211-05E
75M-V2-3232-10E
75M-V2-3434-10E

115
230
460

1
1 or 3

3

60
60
60

230
230
460

1.0
1.5
1.5

4.0
5.2
2.8

Indexing Gearmotor

• Variable frequency drive, 6-60 Hz
• Sealed Gearmotor
• NEMA 56 C Face
• Totally enclosed, non-ventilated
• UL & CSA approved
• 230 Volts, 3 Phase
• Order controller separately, see above

Part Number
Gearmotor 

Type
3 Ph 
Hp

3 Ph 
kW

3 Ph 
FLA

RPM* in-lbs* Nm*

32M060HS423EI
32M040HS423EI
32M020HS423EI
32M010HS423EI
32M005HS423EI

S
S
S
S
S

0.5
0.5
0.5
0.5
0.5

0.37
0.37
0.37
0.37
0.37

1.6
1.6
1.6
1.6
1.6

29
44
86

173
345

226
247
248
156
81

25.5
27.9
27.9
17.6
9.1

* At 60 Hz

0	 50	 100	 150	 200	 250
	 (15.2)	 (30.5)	 (45.7)	 (60.9)	 (76.2)

 Belt Speed in Ft/Min (m/min)

± .3
(7.6)

± .25
(.64)

± .2 
(5.1)

± .15
(3.8)

± .1
(2.5)

± .05
(1.3)

Di
st

an
ce

 in
 In

ch
es

 (m
m

)

Stopping Repeatability

	 100	 200	 300	 400 
	 (30.5)	 (60.9)	 (91.4)	 (121.8) 

 Belt Speed in Ft/Min (m/min)

6
(152)

5
(127)

4
(102)

3
(76)

2
(51)

1
(25)

 

0

Di
st

an
ce

 in
 In

ch
es

 (m
m

)

Stopping Distance

12.9 (327)

7.6
(194)

1.4 (35)

6.6
(168)

6.6
(168) 2.9 (74)

1.3 (34)

5.9
(149)

2.2 (56)

Controls: Indexing Drive

329



Input Accessories

Photo Eye Kits
• 24V DC Retro Reflective Sensor

• Quick disconnect plug

• Includes reflector and mounting

• �Fully adjustable mount  
for 2200/3200/5200 
Series conveyors

• 2” and 5” adjustment height ranges

Part Number Description

75M-PE-1
75M-PE-2

2” height adjustment
5” height adjustment

Jog Push Button Kit
• Momentary cotact push button

• Plastic Nema 12 enclosure

• Quick disconnect receptacle

• �Mounting for 2200/3200/5200 
and Support Stands

• Horizontal or vertical mount

Part Number 75M-JG-1

Control Stop Kit
• �Push to stop/pull to start  

maintained push button

• Plastic Nema 12 enclosure

• Quick disconnect receptacle

• �Mounting for 2200/3200/5200  
and Support Stands

• Horizontal or vertical mount

Part Number 75M-CS-1

A

1.50 [38]

2.34 [60] 2.47 [63

0.72 [18] 1.50 [38]

DOC 0996

A = 3.61" (92) for 2" Adjustment
       6.61” (168) for 5" Adjustment

Horizontal Mount

Horizontal Mount

3.35 [85] 2.41 [61]

4.05 [103]

3.02 [77]5.00 [127]

3.51 [89]

3.34 [85]

4.15 [105]5.00 [127]

3.51 [89]

2.41 [61]

4.05 [103]

Controls: Input Accessories
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Accessories

In-Line Cord Emergency Stop Kit
• �Push to stop/pull to start 

push button

• Plastic Nema 12 enclosure

• 115V single phase

• �1/2 hp (0.37 kW) and 
smaller motors

• Includes power and outlet cords

• �Mounting for 2200/3200/5200 
and Support Stands

• Horizontal or vertical mount

Part Number 75M-ES-1

Photo Eye Bracket Kits
• �Standard mounting for 18mm  

barrel/nose mount photo-eyes

• Reflective version includes reflector 

• Through beam mount version

• �Fully adjustable mount for 
2200/3200/5200 Series conveyors

• 2” and 5” adjustment height ranges

Part Number
Photo Eye 

Mount Type
Adjustment 

Height

75M-PM-1
75M-PM-2
75M-PM-3
75M-PM-4
75M-PM-5
75M-PM-6

Reflective
Reflective

Through Beam
Through Beam
Convergence
Convergence

2”
5”
2”
5” 
2”
5”

Linking Cable Kits
• �Quick disconnect cable for all  

control devices

• 2 meter and 5 meter lengths

• �Includes mounting hardware  
for T-slots

Part Number Description

75M-LC-1
75M-LC-2

6 ft (1.83 m) cable
15 ft (4.57 m) cable

DOC 0997

1.50 [38]

A

A = 3.61" (92) for 2" Adjustment
       6.61” (168) for 5" Adjustment

5.09 [129]5.00 [127]

3.70 [94]

3.70 [94]

3.32 [84]

4.23 [107]

Controls: Accessories
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Motion Sensing Equipment

Dorner’s motion sensing equipment is used in pressroom, injection molding, packaging or any application where 
it is critical to know the conveyor belt is running while your machine is operating. Dorner’s motion sensor switch 
monitors your conveyor and provides a dry contact “belt running” signal to your machine control, PC, PLC or 
Dorner Motion Monitor Control Box.

Sensor Switch

• Low profile, compact design
• Stainless steel construction for rugged durability
• Magnetic reed switch offers reliable operation in harsh industrial environments
• Dry contact signal for easy control interface. Provides one pulse per conveyor pulley revolution.
• Several connector styles available to fit a variety of standard control receptacles
• For 2” and wider 2200, 4100 and 6200 Series conveyors

Motion Monitor

• Controls up to three conveyors 	 • 115V 1 Phase input, 60Hz
• On/Bypass toggle with indicator lights	 • Controls one 115V 1 phase gearmotor up to 0.75 Hp
• �Uses sensor switch with Banana Plug	 • For 2200 and 6200 Series conveyors 

connectors (64-02-01 and 74-02-01) 

Part Number Description

64-01 Motion Monitor

Magnetic Reed Switch Specifications

• Voltage (switching)	 200 Vdc. Maximum 
		  140 Vac. (RMS) Maximum

• Current 	(switching)	 1.0 Amps. Maximum  
	 (carrying)	 2.5 Amps. Maximum  

• Watts		  15 Watts Maximum 

• Resistance 	(initial contact)	 0.100 Ohms Maximum 
	 (insulation)	 10E6 M Ohms

• Switch Response Time (including bounce)	 0.5 milliseconds

• Switching Speed	 1 kHz Maximum

Sensor Switch with Banana Plug Connector

• Includes switch assembly & 12’ (3.7 m) cord
• Use with Motion Monitor Control Box

Part Number Description

64-02-01
 74-02-01*

Sensor Switch, 2200 and 6200 Series
Sensor Switch, 4100 and 2200 Series Gang Drive

Motion Sensor Magnet
Part Number Description

64-03I Sensor Switch Magnet, 2200 and 6200 Series, 
Installed in conveyor idler pulley

Sensor Switch with Wire Connector

• Includes switch assembly and 12’ (3.7 m) cord

Part Number Description

64-02-00
 74-02-00*

Sensor Switch, 2200 and 6200 Series
Sensor Switch, 4100 and 2200 Series Gang Drive

Sensor Switch with Lumberg Connector

• Includes switch assembly and 12’ (3.7 m) cord

Part Number Description

64-02-02
 74-02-02*

Sensor Switch, 2200 and 6200 Series
Sensor Switch, 4100 and 2200 Series Gang Drive

Sensor Switch with Wire Connector

• Includes switch assembly and 12’ (3.7 m) cord

Part Number Description

64-02-03
 74-02-03*

Sensor Switch, 2200 and 6200 Series
Sensor Switch, 4100 and 2200 Series Gang Drive

* Includes engagement springs for 2” and 3” and wider conveyors and Installation wrench. 
** Other pulse rates available, consult factory.

Controls: Motion Sensing Equipment
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At Dorner we take pride in our ability to ship parts orders quickly and complete, with next day service on 
most items. Having the right parts on hand can minimize downtime when an emergency arises. Dorner has 
a new action plan that makes your preventive maintenance plan work for you. Keep your line performing 
with Dorner Performance Parts Kits.

Dorner has quick and convenient pre-configured kits of key service parts for all our conveyor products. 
These time saving kits are easy to order, are designed for fast installation and guarantee you’ll have what 
you need when you need it.

Our service manuals have been updated to include these kits and are marked with the Performance Parts 
Kits logo  to help you make the right choice. You can also contact your local distributor or Dorner to 
determine the recommended Parts Kits to keep your Performance in Motion.

For more information on Performance Parts Kits specific to your conveyors, have your Conveyor Serial Numbers ready and  
call us at 1-800-397-8664. To locate your local distributor, visit our website at www.dorner.com/distrib.htm

When tomorrow’s too late...

2200 Drive Spindle Kit

For updated Service Manuals,
visit our website at:

www.dorner.com

Performance Parts Kits
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Even though Dorner provides the most extensive offering of pre-engineered conveyors, modifications 
and engineered solutions for specific applications are sometimes needed to achieve the optimum 
conveyor package. Dorner has over 40 years of experience providing engineering expertise to our 
customers. Working with companies in more than 40 different industries, we are able to draw from 
a wide base of application knowledge and apply it to your specific needs. Our state-of-the-art lean 
manufacturing facility allows us to build these solutions quickly and cost effectively.

Work Holding and Elevation Change

Magnetic Conveyors • Vacuum Conveyors • Special Cleated Conveyors • Fixtured Conveyors

Holding parts to the belt for elevation changes or 
controlled positioning can be achieved in a variety of 
ways.  Depending upon the application and product, 
conveyors that utilize magnets, vacuum, cleats or 
fixtures are available in a wide variety of configurations.

Product Flow

Diverters and Gates • Pushers • Lane Guiding

Controlling the continuous flow of products through 
the line is critical to maintain efficiency.  Product flow 
is achieved using a variety of methods and components 
depending upon the product, flow path and equipment 
with which to interface.

Product Positioning

Servo Drives • Timing Belt Conveyors • Shaft Encoders

Product positioning when stopping is often a necessity 
for processes such as inspection, assembly or feeding 
into equipment.  This can be achieved in different ways 
depending upon the accuracy required.

For more information, visit our website at www.dorner.com/custom_conveyors/

Engineered Applications
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product oFFering

aquapruF® Family OF SANITARy CONvEyORS
Stainless Steel Construction; 7400, 7600 and Ultimate Series

•  Straight, curve, incline and  
decline configurations

• Belt and modular belt options
•  Wash-down and sanitary environments 

• Clean rooms
• Chemical Resistance 
• USDA, FDA, BISSC

6200 SerieS LOW PROFILE BELT CONvEyORS
Stainless Steel Construction

• Tight space
• Basic conveying needs
• Wedge-Lok™ system
• Metal stamping

• Rugged environment
• Part accumulation
• Small part transfer

3200 SerieS HEAvy DUTy BELT CONvEyORS
Aluminum Extruded Construction

•  Straight, inclined and  
elevating configurations

• High performance conveying 
• Main line, long lengths

• Heavy duty applications
• Fast belt speeds 
• Aesthetics 

aquagard™ Family OF SANITARy CONvEyORS
Stainless Steel Construction; 7200, 7300, 7350, and 7360

•  Straight, curve, incline and  
decline configurations

• Belt and modular belt options
•  Industry leading speeds
• Small parts transfers

•  Easy to accessorize -  
No drilling required

•  10 guiding packages available

qWiK conveyorS 5200 SerieS HEAvy DUTy CHAIN
Aluminum Extruded Construction

•  Straight, curve, incline and  
decline configurations

• High performance conveying 
• Main line, long lengths

• Heavy duty applications
• Fast belt speeds 
• Part accumulation
• Automated and manual assembly

2200 SerieS LOW PROFILE BELT CONvEyORS
Aluminum Extruded Construction

• Belt and modular belt options
• High performance conveying
• Streamlined machine interface
• Small parts transfers
• Efficient use of space

• Accumulation
• High temperatures
• Sharp parts
• Aesthetics

From metal stamping to automated assembly, to food processing to packaging, we have the 
right conveyor for your application.

What’S neW

introducing the dorner idrive
Setting the Standard for Small Parts Handling

iDrive merges advanced drive  
and control technologies with the  
compact design of the 2200 Series by 
integrating the motor, gearbox 
and motor controller 
into a single space 
saving package. 
Capable of widths 
as narrow as 3” and 
lengths as long as 12’ with 
speeds up to 100 ft/min.

Space Saving Design

Sized for Small Part Handling

Reduced Time Required for Conveyor Integration

For more information, see the 2200 iDrive section, pages 10-11
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