OVERWIEW

Jiecang products apply to different system

Medical bed system

Homecare bed system

3-column bed with

scale function

Patient lift system

Operation table system
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Professionally and Efficiently Customized Products

No matter adjusting actuator specifications for your applications or developing software with special function, even
customizing panel of hand control, JIECANG is the best manufacturer of linear actuator systems. Based on strong research
and development ressources, JIECANG provides the products customers need according to different requirements. Even

more important, JIECANG needs on average only ten days to develop product system that helps you gain market entry.

Strictly Conform to Medical Safety Standards

Most of our medical products conform to the safety standards required by medical industry. We devote ourselves to
conforming to EMC standards for domestic medical devices and guaranteeing customer's products to successfully pass all

the official tests. Our export products conform to the standards of most countries, such as UL, CE, KC, RoHS and PSE.

Independently Developed Communication Protocol

For different applications, JIECANG has developed relevant communication protocols that make the signal communication
between products more smooth. Among the protocols, JC-Bus is especially developed for medical applications. With this
protocol, the signal communication between relevant accessories and control boxes is more smooth and customer can make

the control systems achieve more extended function design.

Bluetooth Control System Used in Smartphone

No matter operating 10S or android system, more and more mobile phones can be used as remote controls, especially in

home care applications. As the leader of market, JIECANG provides customer with better options.

Import and Application of Wireless Communication Technology

In home care applications, wireless communication is regarded as the key technology that can assist caregivers to remotely
controlled medical devices efficiently. Taking advantage of high-frequency wireless system (2.4GRF), we have designed

remote JCHR35F that can avoid redundant circuit interference when matching our RF signal receiver

Weighing System with Latest Technology

JIECANG weighing system is specially designed for medical beds and long-term care beds. JIECANG LCD nurse control
JCHNB35H is equipped with our latest SQB weighing sensor that helps customers purchase easily. Customers can easily

install the weighing system on each different bedsteads not requiring additional debugging.
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JC35D

D22
FEATURES 8 o 12 N
e Basic and economic design ® < J T e ° - 79
e Up to 6000N load capacity g - o= "|:|i_'/ — — “;j:_| w[
e Direct mounting on Control Box possibility = Py N—— & !
»’ ‘ ®10.1
’ ‘
L=S+175(S < 400) IS
L=S+195(S>400)
57 75
X o
0 3 3222
® SPECIFICATIONS
Dynamic Load Push (N) 6000 4000 3000 2000 1000 750 ® PERFORMANCE
Dynamic Load Pull (N) 4000 4000 3000 2000 1000 750
Static Load push* (N) 6000 4000 3000 2000 1000 750 JC35D Current vs Load JC35D Speed vs Load JC35D Current vs Load JC35D Speed vs Load
5 50 10 50
Static Load pull* (N) 4000 4000 3000 2000 1000 750 z 4 D40 z 8 gm
=3 Ea Z Ea
=1 b} 3 [o)
Speed at Full Load  (mm/s) 3 4 6 9 20 25 O 1 g — © 2 s = I
0 0
. 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg)
Stroke Length (mm) 100~400mm (option >400mm) 24VDC 24VDG 12VDGC 12VDGC
Mounting position H type, V type and 45 degree type
Colour Black or Grey ® ORDER KEY EXAMPLE
Limit Switch Build-in
-Y-6-3-24- -V-G-D-Z-K-0-10 -
Overload Protection Yes JC35D-Y-6-3-24-100/275-V-G-D-Z-K-0-10-2D0
Duty Cycle 10%, max 2min. continuous use —E» Cable length
IP Grade IP43 Plug and cable
Brake
(o) ting T t +5°C ~ +40°C
perating Temperature . Top clevis
Hall sensor option » End clevis material
. Reed switch option » End clevis
Optional Features » Color
Only push option "
- » Mounting position
Relay free option » Stroke / Retracted length
Standard CE / UL60601 » Input voltage
» Speed at full load
* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop » Load capacity
Overload protection is setin jiecang's own control box > Optional feature %
> Type
*
0 Standard
Y Hall sensor
R Reed switch
P

Only push no pull
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JC35D3 @ DIMENSIONS

FEATURES

L=S+130(S<200)

Optional feature

e Basic and economic design 110 28
o Small dimension
— CiF
76.
o 28 9.5 o o 6.5
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® SPECIFICATIONS ® PERFORMANCE
Dynamic Load Push (N) 3000 2000 1000 ) JC35D3 Current vs Load Y JC35D3 Speed vs Load
Dynamic Load Pull (N) 2000 2000 1000 “ e
i < 3’2 é 12 —-—
Static Load Push * (N) 3000 2000 1000 s e E —rir s
S Tr12:;§/3 ; s - Tr12°512
Static Load Pull * (N) 2000 2000 1000 3 ' g 1 s e
1 1= n
Input (VDC) 24 ° 0
0 1000 2000 3000 0 1000 sos 2000 3000
Speed Type Standard speed High speed Standard speed High speed Standard speed High speed e
Speed at Full Load (mm/s) 25 4.5 4.5 8.5 7.5 13.5
Stroke Length (mm) <200mm ( option>200 )
Mounting Position H type, V type ® ORDER KEY EXAMPLE
Colour Black or Grey
L. i JC35D3-0-3-2D5-24-200/330-H-G-Z2-0-00-2D0
Limit Switch Build-in
Overload Protection Yes Cable length
Duty Cycle 10%, max 2min. continuous use Plug and cable
Brake
IP Grade IP54 » End clevis material
Operating Temperature 5°C ~+40°C » Color
Standard CE » Mounting position
» Stroke / Retracted length
* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop. » Input voltage
Overload protection is setin jiecang's own control box » Speed at full load
» Load capacity

Type
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LINEARACTUATORS

JC35D4

FEATURES

e Basic and economic design

e Up to 6000N load capacity

e Safety Nut as Standard

e Apply to all kinds of adjustable beds

® SPECIFICATIONS

Dynamic Load Push (N)

Dynamic Load Pull (N)
Input (VDC)
Speed at Full Load  (mm/s)
Stroke Length (mm)
Mounting Position

Colour

Limit Switch

Overload Protection
Duty Cycle
IP Grade

Operating Temperature

Optional features

Standard

6000

4000

24

35

50~300

H type, V type
Black or Grey
Build-in

Yes

10%, max 2min. continuous use
IP54

+5°C ~ +40°C
Hall sensor option
Only push option
CE / UL962

@101 |

LINEARACTUATORS

20 93 32

48.5

72
L=S+170

34

® PERFORMANCE

JC35D4 Current vs Load

5
o —6000N
$ 3
= —8000N
g
5 2
&)

1

0 100 200 300 400 500 600 700 800 (kg)

24VDC

® ORDER KEY EXAMPLE

JC35D4 -0 - 6 - 3D5 - 24 - 150/320 - H

38.5

86

162
134

JC35D4 Speed vs Load

Speed (mm/s)

100 200 300 400 500 600 700 800
24VDC
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—6000N

—8000N

(kg)

—|;> Cable length

Plug and cable

Brake
Top clevis

End clevis

vYvyy

Color

End clevis material

Mounting position

vV VVYVYyVYY

Stroke / Retracted length
Input voltage

Speed at full load
Load capacity
Optional feature

Type

6



LINEARACTUATORS

JC35DN

FEATURES

e Strong and robust design
Low noise, IP66

[ ]
e Ideal for medical, furniture and industry applications
[ ]

(

~

Can monting with JCR35 ™ _
>
® SPECIFICATIONS
Dynamic Load Push (N) 6000 4000 3000 2000 1000 750
Dynamic Load Pull (N) 4000 4000 3000 2000 1000 750
Static Load Push * (N) 6000 4000 3000 2000 1000 750
Static Load Pull * (N) 4000 4000 3000 2000 1000 750
Input (VDC) 24/12
Speed at Full Load (mm/s) 3 4 6 9 20 25

Stroke Length (mm)
Mounting Position

Colour

Limit Switch

Overload Protection

Duty Cycle

IP Grade

Operating Temperature

Optional Features

Standard

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

100~400 (option >400)

H type, V type and 45 degrees type
Black or Grey

Build-in

Yes

10%, max 2min. continuous use
Max IP66

+5°C ~ +40°C

Hall sensor option

Reed switch option

Only push option

Relay free option

CE / UL60601 / EN60601

Overload protection is setin jiecang's own control box

LINEARACTUATORS
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L=S+195(S =400)
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® PERFORMANCE
JC35DN Current vs Load JC35DN Speed vs Load JC35DN Current vs Load JC35DN Speed vs Load
5 50 10 50
<4 g 40 <8 g 40
= 3 Ea \ =6 éao\
g2 B 20 2. B 20
3 g 10& S 8 10\\
N —— = —
0 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg)
24VDC 24VDC 12VDC 12VDC
® ORDER KEY EXAMPLE
JC35DN-R-6-3-12-100/275-V-B-D-Z-A-0-04-2D0
—>» Cable length
Plug and cable
Brake
Top clevis
» End clevis material
» End clevis
» Color
» Mounting position
» Stroke / Retracted length
» Input voltage
» Speed at full load
» Load capacity
» Optional feature %
» Type
yp *
0 Standard
Y Hall sensor
R Reed switch
P Only push no pull



LINEARACTUATORS

JC35DN-F

FEATURES

e Strong and robust design

/.
((

e |IP66 and ideal for industry applications 7:

e Quick speed,The quickeset speed can arrive 55mm/s g L4

® Use together with JCR35 ™ ’ f

<
® SPECIFICATIONS

Dynamic Load Push (N) 4000 2000 500
Dynamic Load Pull (N) 4000 2000 500
Static Load push* (N) 4000 2000 500
Static Load pull* (N) 4000 2000 500
Input (VDC) 24/12
Speed at Full Load (mm/s) 10 18 55
Stroke Length (mm) 100~400 (option >400)
Mounting position H type, V type and 45 degrees type
Color Black or Grey
Limit Switch Build-in
Overload Protection Yes

Duty Cycle

IP Grade

Operating Temperature
Optional Features

Standard

10%, max 2min. continuous use
Max IP66

0°C ~ +40°C

Only push option

CE

*The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is setin jiecang's own control box

LINEARACTUATORS
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JC35DN-F Current vs Load
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JC35DN-F Current vs Load JC35DN-F Speed vs Load
100

Qg

£

E60\

§ 40

(/Q') 20—

100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg)
12vDC 12vDC

-D-Z-A-0-14-0D5

Cable length
Plug and cable
Brake

Top clevis

End clevis material
End clevis

Color

Mounting position

Stroke / Retracted length

Input voltage

Speed at full load

Load capacity

Optional feature % *

VVVYVVYVVYYVYYVYYVYY

Type 0 Standard
P Only push no pull
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LINEARACTUATORS

JC35DS

FEATURES

e Quietand powerful design
e Up to 6000N load capacity
® Can be operated by manual while power off

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Input (vDC)
Speed at Full Load  (mm/s)
Stroke Length (mm)
Mounting position

Color

Limit Switch

Overload Protection
Duty Cycle

Inner Tube

IP Grade

Operating Temperature

Standard

6000

3000

24

3

<300

H type, V type
Black or Grey
Build-in

Yes

10%, max 2min. continuous use
Stainless steel tube
P43

+5°C ~ +40°C

CE

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is set in jiecang's own control box

Note:

* Theinner diameter of the hand crank is: 12mm

» Should match with jiecang specilly-made control box

* Innertube is steel

LINEARACTUATORS

35 78

83
$35.8

®10.1

e

L=275+S (SL150mm,S=100mm, L=425mm) ®10.1

3| =g

&
P35

R18.8

162.3

P70

® PERFORMANCE

JC35DS Current vs Load

Current (A)
B Y

0 1000 2000 3000 4000 500!
24VDC

0 6000(N)

Speed (mm/s)

® ORDER KEY EXAMPLE

JC35DS -0-6-3 -24 - 100,

/425 - G -

A

-\

55 15

JC35DS Speed vs Load

\

B I = -

0 1000 2000 3000 4000 5000 6000(N)
24VDC

/-G -R-00-3D0

Cable length

Plug and cable
Spindle type

End clevis material

Mounting position

End clevis

Color

Stroke / Retracted length

Input voltage

Speed at full load

Load capacity

Optional feature

VVVYVVVYyVYVYYVYYY

Type
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LINEARACTUATORS

JC35DH

FEATURES

® Basic and economic design
Up to 6000N load capacity
Direct mounting on Control Box possibility

Manual operated

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load push* (N)
Static Load pull* (N)
Input (VDC)

Speed at Full Load (mm/s)
Stroke Length (mm)
Mounting position

Color

Limit Switch

Overload Protection

Duty Cycle

IP Grade

Operating Temperature

Standard

6000 4000
4000 4000
5000 3500
4000 3500
2412
3 4
50~400 50~250

H type, V type
Black or Grey
Build-in

Yes

10%, max 2min. continuous use

P43
+5°C ~ +40°C
CE / UL60601

*The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Overload protection is set in jiecang's own control box

Note:

» Theinner diameter of the hand crankis: 11mm
» Should match with jiecang specilly-made control box

* Innertube is steel

LINEARACTUATORS
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JC35DH Current vs Load JC35DH Speed vs Load JC35DH Current vs Load JC35DH Speed vs Load
5 50 10 50
— w — 2
< 4 s 40 < 8 L 40
£ 3 E 30 6 E 30
(3 [
£ 2 3 20 £ 4 B 20 \
8 1 ;’l’- 10 & ‘3 2 ;)l)- 10 \
_ | | |
©" o0 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg)
24VDC 24VDC 12vDC 12vDC
JC35D1-H-6-3-24-200/395-V-B-0-N-D-0-00-3D0
Cable length

v

v

v

v

v

v

v

v

vy

Plug and cable
Brake

Top clevis material
End clevis material
End clevis

Color

Mounting position
Stroke / Retracted length
Input voltage
Speed at full load
Load capacity
Manual operated
Type
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LINEARACTUATORS

JC35K1

FEATURES
e Quiet and powerful design Y = «
® Up to 8000N load capacity with manual function in emergency .

e |dea for patient lift application

® SPECIFICATIONS

Dynamic Load Push (N) 8000

Static Load push* (N) 8000

Input (vDC) 24

Without Load (mm/s) 6

Speed at Full Load (mm/s) 3

Stroke Length (mm) <400
Mounting position HorVtype
Color Grey

Limit Switch Built-in
Overload Protection Yes

Duty Cycle 10%,max 2min.continuous operation
IP Grade IP54
Operating Temperature +5°C~+40°C
Safety nut Built-in
Operation Head rotate
Standard CE

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop
Overload protection is setin jiecang's own control box

LINEARACTUATORS

57.5

W(§
@

L=590

®
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.

162.3
10

$29.8
50.5

- 97—

®70

® PERFORMANCE

JC35K1 Current vs Load
10 10

—~ 8 2 8
%6 E/G
O 2 :.)-2

0 0

100 200 300 400 500 600 700 800 (kg)
24VDC

® ORDER KEY EXAMPLE

JC35K1-0-8-3-24-300/590-H-G-G

42.8
28

JC35K1 Speed vs Load

\

100 200 300 400 500 600 700 800 (kg)

24VDC

T-28-2-44-1D0

VVYVYVVVYyVYYVYYYY

D24

® Application in patient lift

Max weight of the patientis 180kgs.

Cable length

Plug and cable
Brake

Top clevis

End clevis material
End clevis

Color

Mounting position
Stroke/Retracted length
Input voltage
Speed at full load
Load capacity
Optional feature
Type



LINEARACTUATORS

JC35L3

FEATURES

Capable for 6000N,4000N load capacity
Low noise
Faster speed

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load Push * (N)
Static Load Pull * (N)
Input (vDC)
Speed at Full Load  (mm/s)
Stroke Length (mm)
Mounting position

Colour

Limit Switch

Overload Protection
Duty Cycle
IP Grade

Operation Temperature

Optional Features

Standard

Designed for medical bed, operation bed, etc.

’{.i;v"?

6000 4000
4000
6000N(Match with JIECANG control boxes)
4000N(Match with JIECANG control boxes)
24

50-300 50-400
H type, V type
Black or Grey
Built-in
Yes
10%,max 2min.continuous operation
IP54/IP66
0°C ~+50°C
Hall sensor option
Anti-pinch option
CE/UL

*The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is set in jiecang's own control box

LINEARACTUATORS

L
12.5 Q\
o ~ N,
70, - = )
& E(;i 11
20 b
21.5
©
0 255
by
o
B

L=220 (S<50)

L=S+170(S<200)
L=S+180(200 < S<400)

Lo

® PERFORMANCE

JC35L3 Current vs Load

gEcsc=ce

1000 2000 3000 4000 5000 6000 7000 8000(N)

Current(A)
o =N W s OO N
Speed(mm/s)

24VDC

® ORDER KEY EXAMPLE

JC35L3-0-6-4-24-100/270 -V -

JC35L3 Speed vs Load

1000 2000 3000 4000 5000 6000 7000

24VDC

-1-00-2D0

T&

v

|

vy

v

v

vV YVvyy
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57.5

R20.3

68.2

84.5

8000(N)

Cable length
Plug and cable
Brake

Top clevis

End clevis
Color

» Mounting position

Stroke / Retracted length

» Input voltage

» Speed at full load

Load capacity
Optional feature
Type



LINEARACTUATORS

JC35L6

FEATURES

e Compact size and powerful design
e Apply to all kinds of adjustable beds

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Input (vDC)

Speed at Full Load (mm/s)
Stroke Length (mm)
Mounting position

Colour

Limit Switch

Overload Protection

Duty Cycle

IP Grade

Operation Temperature
Optional Features

Standard

2000 1000
2000
24
8 13
50-600

H type, V type and 45 degrees type
Black or Grey

Built-in

Yes

10%,max 2min.continuous operation
IPX4

0°C ~+50°C

Hall sensor option

Anti-pinch option

CE/UL962

LINEARACTUATORS
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® PERFORMANCE

JC35L6 Current vs Load

Current(A)

100 1000 2000 3000(N)
24VDC

JC35L6 Speed vs Load

Speed(mm/s)

100 1000 2000

24VDC

® ORDER KEY EXAMPLE
JC35L6-P-3-6-24-100/230 -H - B - B03-S - FO§ - 0 - 02 - 1D0

3000(N)

—l_—> Cable length
Plug and cable

Brake

v

Top clevis

End clevis

v

Color

v

Mounting position

v

Stroke / Retracted length

v

v

Input voltage

Speed at full load

v

Load capacity

v

v

Optional feature

v

Type

®

20



LINEARACTUATORS

JC35L9

FEATURES

e Faster and less noise
e Apply to all kinds of adjustable beds

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Input (vDC)

Speed at Full Load (mm/s)
Stroke Length (mm)
Mounting position

Colour

Limit Switch

Overload Protection

Duty Cycle

IP Grade

Operation Temperature
Optional Features

Standard

g

6000
4000
24
4
50-250

H type, V type

Black or Grey

Built-in

Yes

10%,max 2min.continuous operation
IP54

0°C ~+50°C

Hall sensor option

Only push option

CE/UL962

4000

50-500

LINEARACTUATORS

L=S+160(50 < S£200)
L=S+170(200 < S<300)

. 20 L=S+180(300 < S<400)
210.1 L=210 (S<50 210.1
® [ )
~ B
© |
e e o 23|
\ J/ @ 19
0 102
w
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53.5

® PERFORMANCE

JC35L9 Current vs Load JC35L9

85

67

=

Speed vs Load

Speed(mm/s)

3000 4000 5000 6000(N)

7

6 8
< s _
T 4 6
I3
E 3
3 2

2
1
0 0
1000 2000 3000 4000 5000 6000(N) 1000 2000
24VDC

® ORDER KEY EXAMPLE

24VDC

150

JC35L9-YP-6-4-24-100/275-H-B-B02-F06-2-21-1D0

L=

v Yy

v

v

v

v

v

vV Yvyy

EEEEE SUPPORTING YOUR SUCCESS

Cable length
Plug and cable
Brake

Top clevis

End clevis

Color

Mounting position

Stroke / Retracted length
Input voltage

Speed at full load

Load capacity

Optional feature

Type

®

22
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JC35L10 @ DIMENSIONS

Optional feature
Type

L=S+185 s
FEATURES &
® Low noise, IP54 with quick release function ’ 22.3 113 20
® Achieve the quick release function at any position —
<
s
- 210.1
A
f T
i ' 1 8
// g2
67
® SPECIFICATIONS
Dynamic Load Push N 3000
Y bl ® PERFORMANCE
Dynamic Load Pull (N) 3000
Static Load push* (N) 3000
JC35L10 Current vs Load JC35L10 Speed vs Load
Input (vDC) 24 5 20
~ Q
Speed at Full Load (mml/s) 6 < 431 E :2
kS =
Stroke Length (mm) 100~400 g 2 o ———
8]
Mounting position H type, V type ! s
0 100 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg)
Color Black or Grey
24VDC 24VDC
Limit Switch Build-in
Overload Protection Yes
Duty Cycle 10%, max 2min. continuous use ® ORDER KEY EXAMPLE
IP Grade IP54
JC35L10-0-3-6-24-150/335-H-G-G-D-Z-K-0-00-2D0
Operation Temperature +5°C ~ +40°C
o o —l_—> Cable length
Standard CE / UL60601 / EN60601 Plug and cable
*The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop. : '?c;?)k((:levis
Overload protection is set in jiecang's own control box » End clevis material
» End clevis
» Inner tube material
» Color
> Mounting position
» Stroke / Retracted length
» Input voltage
» Speed at full load
» Load capacity




LINEARACTUATORS

JC35L

FEATURES

e The track actuator with nut moveing
outside on the profile
e The mounting dimension is fixed
according to the stroke
e Ideal for reclining chairs and TV Lift applications

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load * (N)
Input (VDC)

Speed at Full Load  (mm/s)
Stroke Length (mm)
Mounting position

Colour

Limit Switch

Overload Protection

Duty Cycle

IP Grade

Operating Temperature

Optional Features

Standard

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is set in jiecang's own control box

4000
3000
3000

2000
1500
1500
24/12
9

100~400 (option >400)

H type

Black or Grey

Build-in

Yes

10%, max 2min. continuous use

IP20

+5°C ~ +40°C

Hall sensor option

Relay free option

CE

750
500
500

22

LINEARACTUATORS

~ [
NI | E |
1
2 © — ° @;
~ [¥s]
&
66
L=S+197
155 S 20,
P10
2-M10*20 4-M6*20
=
5 b
45.5 © §
® PERFORMANCE
JC35L Current vs Load JC35L Speed vs Load

5 50
2 4 g 40
z 3 éso\
2 g 20
3 %10\

0

100 200 300 400 500 600 (kg)

100 200 300 400 500 600 (kg)

® ORDER KEY EXAMPLE

JC35L - 0D75 - 22 - 24 - 200/397

-H-B-0-B-00-2D0

—> Cable length
Plug and cable
Nut color

» Brake

Color

Mounting position

Stroke / Retracted length

Input voltage

Speed at full load

Load capacity

VVVyVYYVYYVYY

Type

EEEEE SUPPORTING YOUR SUCCESS
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LINEARACTUATORS

JC35M4

FEATURES

e Strong and quiet design

® Max 10000N Push, manual operation under emergency case

® Good choice for Patient lift

(¥

L)

® SPECIFICATIONS
Dynamic Load Push (N) >10000
Static Load push* (N) >10000
Input (vDC) 24
Speed at Full Load  (mm/s) 35
Stroke Length (mm) <350
Color Grey
Limit Switch Build-in
Duty Cycle 10%, max 2min. continuous use
IP Grade Max IP66
Operating Temperature +5°C ~ +40°C

Other features

Hall sensor option
Manual operation

Only push option

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

LINEARACTUATORS

L+2=8+230

®28

143.5

o <L \Pd
116
101 AT
8 18 23 ©10.1

A1

36

$82.5

® PERFORMANCE

JC35M4 Current vs Load

Current (A)
I )

0 2000 4000 6000 8000 10000 (N)

116
®25
®
-

JC35M4 Speed vs Load

el

Speed (mm/s)
NP W s o
o o

0 2000 4000 6000 8000 10000 (N)

Y
o
L]
I

1G
L]
>
("]
L]
>
N
L]
[=}
o
L]
-
|w)
(3]

Cable length

Plug and cable
Brake

Top clevis

End clevis material
End clevis

Color

Mounting position

Stroke / Retracted length

Input voltage

Speed at full load
Load capacity

Optional feature

VVYVYVVYYVYyVYYVYYVYY [ r

Type

EEEEE SUPPORTING YOUR SUCCESS
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LINEARACTUATORS LINEARACTUATORS
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JC35N |®DIMENSIONS

FEATURES
8.8
e Basic and economic design @ e 6
e
® 20N load capacity _@ﬂ}
. 146 m.&._
IP66 = = 146
)
8 —@
@ i p— 28.8
o 6
o i
%) 1
& 12 12 M 6 -@-9——%"——
> . —- e 146
- 3 12 12
VI
D (2] | |
g
4 . = D % g
23 ™~ 18.5 (_{_) pis] © 18.5
(923
[ee]
1}
d <
® SPECIFICATIONS i T LF
. e e '
Dynamic Load Push (N) 20 0 j< __| 8.75 10 _—I 8.75
Dynamic Load Pull (N) 20
Static Load Push* (N) 25 ® PERFORMANCE
Static Load Pull* (N) 25
Input (VDC) 12
JC35N Current vs Load JC35N Speed vs Load
Speed at Full Load (mm/s) 12 0.25 v
0.2 L 16
Stroke Length (mm) 10~300 63 0_15/ E.
Colour Black g 01 g "
O 0.05 0 13
Limit Switch Build-in
0 4 8 12 16 20(N) 0 4 8 12 16 20(N)
Duty Cycle 10%, max 2min. continuous use 24VDC 24VDC
IP Grade IP54/1P66
Operating Temperature +5°C ~ +40°C ® ORDER KEY EXAMPLE
Standard CE

JC35N -1 -0D020-12 - 12 -26/109 -V -B -41 -0 - 0D2

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Cable length
Plug and cable
Top clevis

Color

Mounting position

Stroke / Retracted length
Input voltage

Speed at full load

Load capacity

House code
Type

VVVVvyVYYY




LINEARACTUATORS

JC35N1

FEATURES

e Side mounted installation
e High duty cycle with IP54

® SPECIFICATIONS

® PERFORMANCE

Current (A)

Dynamic Load Push (N)

Dynamic Load Pull (N)
Static Load (N)
Input (vDC)
Speed at Full Load (mm/s)
Stroke Length (mm)
Duty Cycle

IP Grade

Operating Temperature

Limit Switch
Standard

JC35N1 Current vs Load

Load(N)

Speed (mm/s)

100
50
50
12
7

25~200

30%, max 5min. continuous use

IP54

+5°C ~ +40°C
No

CE

JC35N1 Speed vs Load

0 25 50 75 100
Load(N)

LINEARACTUATORS

L=

94+S

18.5
- 0 .
2| K.
=r-—-—-— - —— s = 8
12=124.8+5 2 ___IZB
4-M4
® -
=t H-g—-—-— af— —-——-—}E : ——I[ﬂ
D @ \L_Z -0
7 50 13=47.3 S(64¢5<200)
25+120.3
4-M4
& _
—=gtd——— | T
> | 9 940
77 S-14 13=47.3 S(35¢5<64)
2+5+120.3
2-M4
— 70
=ie——— TN &
@ 94.2
77 13=47.3 5(25¢5¢35)
24541203
® ORDER KEY EXAMPLE
JC35N1 - D05-7 -12-100/47-H-B-1-14 -0D3
Cable length
Plug and cable
Top clevis
> Color
> Mounting position
> Stroke / Retracted length
> Input voltage
> Speed at full load
> Load capacity
> Type

EEEEE SUPPORTING YOUR SUCCESS

®

32



LINEARACTUATORS

JC35W1

FEATURES

e Basic and economic design
® 1000N load capacity

® SPECIFICATIONS

Dynamic Load Push
Dynamic Load Pull
Static Load Push*
Static Load Pull*
Input

Speed at Full Load (mm/s)

Stroke Length

Colour

Limit Switch

Overload Protection
Duty Cycle

Operating Temperature

Standard

125
125
125
125

20

250 500 750
250 500 500
250 500 750
250 500 500
2412
10 6 3

100~400 (option >400)

Silver

Build-in

Yse

25%, max 5min. continuous use
0°C~50°C

CE

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop

Overload protection is setin jiecang's own control box

o8}
o

1000
500
1000
500

LINEARACTUATORS

6.5 8 265
: — ir o 4}%
9 o
XK Y
100.5
L=210 S=100
® PERFORMANCE
JC35W1 Current vs Load JC35W1 Speed vs Load JC35W1 Current vs Load
5 50 5
T4 @y T4
= 3 Ea = 3
2. B2 2.
=3 O 3
O 1 c% 0 O 1
%25 25 50 75 100 (kg) 0" a5 s 25 25 50 75 100 (kg)
24VDC 24VDC 12vDC
® ORDER KEY EXAMPLE
JC35W1 -1D0 -2 -24 - 150/260 -A-B -Z - 00 - 2D0
Cable length

|

VVvyVYyVvVYVvYYVYY

Plug and cable

Gear box material
Screw shaft pitch

Top clevis

Stroke / Retracted length
Input voltage

Speed at full load

Load capacity

Type

®

EEEEE SUPPORTING YOUR SUCCESS

JC35W1 Speed vs Load

@ & @
S S S

—

I —
= |

Speed (mm/s)
s 8

e e e I |

125 25 50 75 100 (kg)
12vDC

o
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JC35W2 | DIMENSIONS

FEATURES
® 3000N load capacity
® |P66 L=170 (S<50)
L=5+120(50<S<400) S
48
$8
$8 -
\| )
B O e s g e e e Akﬂ _<|_$_||. § ||j||
L —
1 12 c
3
142
® SPECIFICATIONS
® PERFORMANCE
Dynamic Load Push (N) 1000 2000 3000
Dynamic Load Pull (N) 1000 2000 3000
JC35W?2 Current vs Load JC35W?2 Speed vs Load
Static Load Push* (N) 1200 2400 3500 5 2
' —~ 4 P
Static Load Pull* (N) 1200 2400 3500 < s £ 15\
Input (VDC) 24/12 £ 2 3 \\
O 1 &5
speed at Fu" Load (mmls) 14 85 5 0 500 1000 1500 2000 2500 3000 (N) 0 500 1000 1500 2000 2500 3000 (N)
Stroke Length (mm) 50~400 50~250 24VDC 24vbe
Colour Silver
Limit Switch Build-in
Overload Protection Yes ® ORDER KEY EXAMPLE
Duty Cycle 10%, max 2min. continuous use
IP Grade IP54/IP66 JC35W2 -Y -3D0-5-24-100/220 -A -V -00 -2D0
Operating Temperature 0°C ~50°C
Optional Features Hall sensor option Cable length
Plug and cable
Standard CE / EN60601-1 Mounting position
N . ) ) . Lo ) Top clevis
The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Stroke / Retracted length
Input voltage

Speed at full load

Load capacity

Optional feature

Type

Overload protection is set in jiecang's own control box

VVVYVYYVYYVYY



LINEARACTUATORS

JC35W3

FEATURES

® Strong and robust design
Max load capacity 8000N
IP Grade IP66

Designed for Ultra-low bed, operation table, etc .

® SPECIFICATIONS

Dynamic Load Push
Dynamic Load Pull
Static Load Push*
Static Load Pull*
Input

Speed at Full Load
Stroke Length
Colour

Limit Switch

Duty Cycle

IP Grade

Operating Temperature

Optional Features

(N)
(N)
(N)
(N)

(VDC)
(mm/s)

(mm)

8000

4000

8000

4000

24

35

50~250

Grey

Build-in

10%, max 2min. continuous use
IP54/IP66

+5°C ~ +45°C
Hall sensor option

Anti-pinch option

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Overload protection is setin jiecang's own control box

LINEARACTUATORS

L=S+155 S
20 88
= 7 N 1Z;§ Q»'\
% I _____
a ) §
P~ I IGIE
~
o
- |
N
174
217
VL
o)
j 2
<
> o
8 £| k’% P

® PERFORMANCE

JC35W3 Current vs Load

Current(A)
o =N W s OO N

1000 2000 3000 4000 5000 6000 7000 8000(N)

24VDC

® ORDER KEY EXAMPLE

Speed(mm/s)

o N & O ®

JC35W3 Speed vs Load

—

1000 2000 3000 4000 5000 6000 7000 8000(N)

24VDC

JC35W3 -0 - 8 - 3D5 - 24 - 100/255 - G - H - B02 - F06 - 1 - 02 - 1D5

L=

v

v

v

v

v

v

v

v

v

®
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Cable length
Plug and cable
Brake

Top clevis

End clevis
Mounting position
Color

Stroke / Retracted length
Input voltage
Speed at full load
Load capacity
Optional feature
Type

38



LINEARACTUATORS

JC35W5

FEATURES
e |t can be used for 3000N(24V). 2000N(12V)
and the lower configuration
® Higher speed and IP Grade, also the lower current
® Apply to industry and medical market

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load Push* (N)
Static Load Pull* (N)
Input (VDC)
Speed at Full Load (mm/s)
Stroke Length (mm)
Colour

Limit Switch

Duty Cycle

IP Grade

Operating Temperature

Optional Features

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Overload protection is setin jiecang's own control box

3000

3000

3000

3000

24/12

55

50~300

Black

Build-in

10%, max 2min. continuous use
Up to IP67
-35°C ~ +70°C

Hall sensor option

LINEARACTUATORS

L=170(S<50) 50
L=S+120(50<S<400)

1

N
S . — ~
| 50
+0.1 - H

8 o 10

!
o)
:

EEEEE SUPPORTING YOUR SUCCESS

JC35WS5 Speed vs Load

\

1000
12vDC

A==\
- 1]l
~ \N=—7/ ©
© ©
141.5 ©
e
= K o/
\
o
| ® §
S
124 _\ 285"
® PERFORMANCE
JC35WS5 Current vs Load JC35W5 Speed vs Load JC35WS5 Current vs Load
5 25 10 10
< 4 gzo\ < 8 :Z\ 8
=z 3 Es = 6 E s
8 T 8
£ 2 3 10\ £ 4/ 3 ¢
O 4 85 O 2 &2
0 500 1000 1500 2000 2500 3000 (N) 0 500 1000 1500 2000 2500 3000 (N) 0 500 1000 1500 2000 (N) 0 500
24VDC 24VDC 12VDC
® ORDER KEY EXAMPLE
JC35W5-0-3-5D5-12-50/160-B-H-0-F08 -34 -0D28
—— > Cable length
» Plug and cable
» Top clevis
» End clevis
» Mounting position
» Color

v

v

vV vy

Type

Speed at full load
Load capacity
Optional feature

1500 2000 (N)

Stroke / Retracted length
» Input voltage

®
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LINEARACTUATORS

JC35Z

FEATURES

® Max load capacity 6000N

® Small size and mounting distance
® | ow noise

® Apply for smart homecare bed

® SPECIFICATIONS

Dynamic Load Push (N)
Static Load Push* (N)
Input (VDC)
Speed at Full Load (mm/s)
Stroke Length (mm)

Mounting position
Colour

Limit Switch

Overload Protection
Duty Cycle

IP Grade

Operating Temperature

Standard

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

6000

6000

24

22

30/36.5 or 70/41.5
H type

Black or Grey
Build-in

Yes

10%, max 2min. continuous use
P20

+5°C ~ +40°C

CE

Overload protection is set in jiecang's own control box

LINEARACTUATORS

® PERFORMANCE

JC35Z Current vs Load

3.5
2.5

1.5

Current (A)
N

0.5

0
0 100 200 300 400 500 600(kg)

Speed (mm/s)

3.5

2.5

1.5

0.5

BEEEE SUPPORTING YOUR SUCCESS

JC35Z Speed vs Load

\

0
0 100 200 300 400 500 600(kg)

® ORDER KEY EXAMPLE

JC35Z -6 -2D2 -24 -70/41.5-B -10 - 1D5

v

v

v

v

v

9
175+0.1 &
+0.05 N Q
27.5 04 275 _00405 T
Py
SEE———F
I I
0 Wy l} l}
8| w L&:‘sﬂ o 0
~NS 02 © -
S 17505 L <
& X &
\4
>
Cable length

Plug and cable

Color

Stroke / Retracted length
Input voltage

Speed at full load

Load capacity

Type

®
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DUALMOTOR DUALMOTOR

BEEEE SUPPORTING YOUR SUCCESS

JC35510

FEATURES

e Strong and robust design

e 2x 6000N with additional out puts(option)
® RF remote or Wired hand control option

0 ®
[Ye) —
750 8
[l
~
® SPECIFICATIONS
Dynamic Load Push (N) 6000x2 ® PERFORMANCE
Static Load push* (N) 6000%2
JC35510 Speed vs Load
Backrest stroke (mm) max 87 , o080 Speed s Loa
Footrest stroke (mm) max 69 5 \
Main input voltage (VAC) 110/230 g ‘
= 3
Standby power consumption SMPS, less than 0.5W 3,
Q
Colour Black or Grey ®
0 100 200 300 400 500 600 (kg)
Mounting position 581+3mm 24VDC
Limit Switch Built-in
Overload Protection Yes ® ORDER KEY EXAMPLE
Duty Cycle 10%, max, 2min. continuous use
IP Grade IPX4 JC35810-0-6-3-24-230/70 -87/69 -B - B2 - 3D0 - 00
Operation Temperature +5°C ~ +40°C
Optional Features Reed switch option Special function
Control 2 additional single actuators Power plug
Color

Control 2 massage motors

Retracted length

Special Function

RF remote function Head/foot stroke length

Input voltage / transformer power
Input voltage

Speed at full load

Load capacity

Optional feature *

Type

Night light function
Control 2 x 9V batteries
Standard CE

VVVYVyYVYVYYYVYY

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop

*
0 Standard
R Reed switch
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BATHLIFT BATHLIFT

EEEEE SUPPORTING YOUR SUCCESS

JC35M3 .

FEATURES

® | ess weight of 10kg with packing
® Powerful battery can support operating times up to 10 cycles
® Canrecline to 45° for comfort

&
B
725
l |
Charger 4 Handset -
400
® SPECIFICATIONS
Input voltage (VDC) 14.8 ﬂ—J % ﬂ_n
Max load (N) 1400 R R
Speed at Full Load (mm) S5(under 140kg) ]
Height of Lowest position (mm) 80 - -
Height of Highest position (mm) 487 ] [
g
IP Grade Max IP66 D
Voltage of the charger (VAC) 110-240 1l e e
6 o o

® PERFORMANCE

JC35M3 Current vs Load JC35M3 Speed vs Load é\J m:

5 10

5 = S =)

< £ — - «

g 8 g6 — S _~

5 2 2 4 ===

5] w l
1 2 717
0 300 600 900 1200 1500 (N) 0 300 600 900 1200 1500 (N)

14.8VDC 14.8VDC
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LIFTINGCOLUMNS

JC35EG

FEATURES

e With strong 3 steel tubes overlapped, the JC35EG column is

stable and strong enough for hospital and care beds

e With the Hall sensors built-in, JC35EG columns,
together with the JIECANG intelligent control box, handset,
foot switch, nurse controller, siderail and other actuators,
you can get a complete ICU bed movement system

e EN60601-1/UL60601-1 approval

af

==

® SPECIFICATIONS

Dynamic Load push (N)
Off-center load capacity

Static Load * (N)
Input (vDC)
Speed at Full Load

Stroke Length

(mm/s)
(mm)

Colour

Mounting

Overload Protection

Limit Switch

Duty Cycle

Tube Material

IP Grade

Operation Temperature

Optional Feature

Standard

2000

max. 1000 N at 400 mm lever arm length
2000

24

10

400 (option)

Grey

By screws on bottom plate or aluminum holder
Yes

Build-in

10%, max, 2min. continuous use
Powder Painted Steel Tube

IP54

+5°C ~ +40°C

Hall sensor option

EN 60601, UL60601

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Overload protection is set in jiecang's own control box

LIFTINGCOLUMS

Screw-in
depths10mm

o
4-M6
80 EQS XKL

other 5 hol
screw-in d

ovstsen 70 4| |

EEEEE SUPPORTING YOUR SUCCESS

Aluminum holder dimension (option)

126

-+

31,

=3
©
S

63
4

2

S

€
S
Y 38
N i
? | ®110
2]
i o
@q 8
T
4-M8
hé -}
®50 EQS y }

220

=

® PERFORMANCE

JC35EG Current vs Load

Current (A)
o =N v & oo

100 200 300 400 500 600 (kg)

JC35EG Speed vs Load

SN
> o

Speed (mm/s)
N

o & o

100 200 300 400 500 600 (kg)

® ORDER KEY EXAMPLE

[

C35EG-Y-2-9

- 24 - 400/400 - 10 - 2D

o

Cable length
Plug and cable

Input voltage

Speed at full load

Load capacity

Optional feature

vVVvVVvYyVYyYyvyy I

Type

[P}
VT 0 | 150

Stroke/retracted length

®
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LIFTINGCOLUMNS

JC35EM-2

FEATURES

e JC35EM-2 column is designed to be used in Hospital beds, Nursing
Home beds, Treatment chairs, Couches and Dental chairs

e With the Hall sensors built-in, JC35EM-2 can be operated either as
single column or several columns in synchronized movement by
choosing a control box with micro-processor

®

LIFTINGCOLUMS

EEEEE SUPPORTING YOUR SUCCESS

180 147 200 167
- = v; — — f -
<f L
S5 S
o3 =1
3% 53
ux) ux)
oo (=)=}
onN onN
oo oo
+ + + +
T a9
) —_
<1 <4
¥ 1
200 167 220 187

Position for cable out

Position for cable out

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load Push * (N)
Static Load Pull * (N)
Input (VDC)

Off-center load capacity

Speed at Full Load (mml/s)
Stroke Length (mm)
Colour

Mounting

Overload Protection

Limit Switch

Duty Cycle

IP Grade

Operation Temperature
Optional Feature

Standard

* The static load applies when appropriate Jiecang Control-Box is used, which shortcuts the motor during stop.

6000 4000
6000 4000
6000 4000
6000 4000
24

Max. 1000N at 500mm lever arm length
3 4
100~400 (option >400)
Silver
By screws on the top and bottom plate
Yes
Build-in

10%,max. 2min. continuous use

P54

+5°C ~ +40°C
Hall sensor option
CE

Overload protection is setin jiecang's own control box

49

& - ?
2 B ] 2 q 3 B
— | —=-— C—_— N a4 & =
] 4-M10 3 o 4 3
s = Deepth 9 Deepth . . h
20mm v 20mm ZOnam =
156.1+0.5 177.5:0.5 177.540.5 198.6:0.5
JC35EM-2-C JC35EM-2-D
2000
2000 ® PERFORMANCE
2000
2000 JC35EM-2 Current vs Load JC35EM-2 Speed vs Load
5 20
g 4 £16
z 3 512
g2 2 T
9 S 1 ;)‘)- 4 \\
0 100 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg)
24VDC 24VDC

® ORDER KEY EXAMPLE

[
1]
g1
‘m
=
1
~
L]
-

Y-C-4-4-24-200/400-0-0-10-2D0-07 -G

T—» Color

Surface

Cable length
Plug and cable
Connection position
Mounting
Stroke/retracted length
Input voltage
Speed at full load
Load capacity
Profile code
Optional feature
Segments
Type

VVVVVYVYVYYVYYYY
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LIFTINGCOLUMNS

JC35EM-3

FEATURES

e JC35EM-3 column is designed to used in Hospital beds, Nursing Home
beds, Treatment chairs, Couches and Dental chairs

e Compare with 2-segment column JC35EM-2, JC35EM-3 has 3 segments and
will have small installation dimension and higher speed

e With the Hall sensors built-in, JC35EM-3 can be operated either as single
column or several columns in synchronized movement by choosing a control

box with micro-processor

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load Push * (N)
Static Load Pull * (N)
Input (vDC)

Off-center load capacity

Speed at Full Load (mml/s)
Stroke Length (mm)
Colour

Mounting

Overload Protection

Limit Switch

Duty Cycle

IP Grade

Operation Temperature
Optional Feature

Standard

* The static load applies when appropriate Jiecang Control-Box is used, which shortcuts the motor during stop.
Overload protection is set in jiecang's own control box

2000

2000

2000

2000

24

Max. 1000N at 500mm lever arm length
10

100~400 (option >400)

Sliver

By screws on the top and bottom plate
Yes

Build-in

10%,max. 2min. continuous use

IP54

+5°C ~ +40°C

Hall sensor option

CE

LIFTINGCOLUMS

®
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140 107 160 127
| ; 1
<
< {
| | [| | &
o w0
2 ¥
| ; | [ || &
Q @
[2] 1
[ £
‘ £ ‘ ‘ £
€ 3
-
‘ ‘ ‘ v‘
‘ ~ ‘ 200 . 167
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5 I N ® .e¢ ) 2
‘{’ F 4-M8 ’}'P ‘L '{' ﬁ ‘t‘l
screw-in depth ° © screw-in depth 4\\ :Q‘ o e ] 4-M10 ‘:r—r
20 —] screw-in depth 20 s screw-zlno depth
20
135+0.5
1150.5 156.1+0.5 177.5+0.5
JC35EM-3-E JC35EM-3-F
® PERFORMANCE
JC35EM-3 Current vs Load JC35EM-3 Speed vs Load
5 20
2 g
g 3 E 12\
= o
g 2 g 8
1 (% 4
®" o0 200 300 400 500 600 (kg) ® 100 200 300 400 500 600 (kg)
24VDC 24VDC
® DESIGNATION
JC35EM -3-Y-G-2-10-24-400/450-0-0-10-2DO -
Color
Surface
Cable length

o
N
)
[ Q
VVVVVYVYVYYVYYVYYY

Plug and cable
Connection position
Mounting
Stroke/retracted length
Input voltage
Speed at full load
Load capacity
Profile code
Optional feature
Segments

Type
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JC35EN-2

FEATURES

e JC35EN-2 column is designed to be used in Hospital beds, Nursing .
Home beds, Treatment chairs, Couches and Dental chairs i R =]
e With the Hall sensors built-in, JC35EN-2 can be operated either as
single column or several columns in synchronized movement by P
choosing a control box with micro-processor

® SPECIFICATIONS

Dynamic Load Push (N) 6000 4000
Dynamic Load Pull (N) 6000 4000
Static Load Push * (N) 6000 4000
Static Load Pull * (N) 6000 4000
Input (VDC) 24

Off-center load capacity Max. 1000N at 500mm lever arm length

Speed at Full Load (mml/s) 3 4

Stroke Length (mm) 100~400 (option >400)

Colour Silver

Mounting By screws on the top and bottom plate
Overload Protection Yes

Limit Switch Build-in

Duty Cycle 10%,max. 2min. continuous use

IP Grade IP54

Operation Temperature +5°C ~ +40°C

Optional Feature Hall sensor option

Standard CE

* The static load applies when appropriate Jiecang Control-Box is used, which shortcuts the motor during stop.

Overload protection is set in jiecang's own control box

2000
2000
2000
2000

LIFTINGCOLUMS
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JC35EN-2-A JC35EN-2-B
JC35EN-2 Current vs Load JC35EN-2 Speed vs Load
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— »
$ 4 E 16
£ 3 En
S T g T
3 g, ——
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1 t% 4
% 100 200 300 400 500 600 (kg) 0 100 200 300 400 500 600 (kg)
24VDC 24VDC
JC35EN-2-Y-C-4-4-24-200/400-0-1-10-2D0 -
Surface
Cable length

)
VVVVVYyVYVYYVYYY \ l

Plug and cable
Connection position
Mounting
Stroke/retracted length
Input voltage

Speed at full load
Load capacity

Profile code

Optional feature
Segments

Type

163.3+0.3

\»’

1

l
130.3+0. 3

4-M8
Deepth 20mm

JC35EN-2-C
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JC35EN-3A

FEATURES | 145
e JC35EN-3A column is designed to used in Hospital beds, Nursing Home
beds, Treatment chairs, Couches and Dental chairs = >
e Compare with 2-segment column JC35EN-2, JC35EN-3A has 3 segments and N a ~
+ ~
will have small installation dimension and higher speed ¥ 3 ® ° -
e With the Hall sensors built-in, JC35EN-3A can be operated either as single “ .® ° @
column or several columns in synchronized movement by choosing a control glgg 4-M8
box with micro-processor AR 125.340.3
HE
P
qy o
IR R 4-M8 163.3+0.3
e G N
q—* ™ L
o
’ :g ® o §
3
183 150 -
D D 9
183
® PERFORMANCE
SISEECTHICETGHS | ® PERFORMANCE
Dynamic Load Push (N) 6000 4000 2000 JC35EN-3A Current vs Load JC35EN-3A Speed vs Load
Dynamic Load Pull (N) 6000 4000 2000 7
6 12 ]
Static Load Push * (N) 6000 4000 2000 2 s ’\g 10
~ \
Static Load Pull * (N) 6000 4000 2000 D =
= Q
=1 \
Input (VDC) 24 S g °
1 4
Off-center load capacity Max. 1000N at 500mm lever arm length o 2
1000 2000 3000 4000 5000 6000 7000 8000(N) 1000 2000 3000 4000 5000 6000 7000 8000(N)
Speed at Full Load (mm/s) 5.5 9 12 24VDC 24VDC
Stroke Length (mm) 100~400 (option >400)
Colour Sliver
Mounting By screws on the top and bottom plate ® DESIGNATION
Overload Protection Yes
EN - =Y - - - - - - - - - - -
Limit Switch Build-in JC35EN-3A-Y-E-4-9-24-400/400-0-2-10-2D0-07 -G
Color
Duty Cycle 10%,max. 2min. continuous use Surface
IP Grade IP54 Cable length
» Plug and cable
Operation Temperature +5°C ~ +40°C » Connection position
Optional Feature Hall sensor option > Mounting
Standard » Stroke/retracted length
andar CE » Input voltage
] ) ] ] i . ) » Speed at full load
* The static load applies when appropriate Jiecang Control-Box is used, which shortcuts the motor during stop. » Load capacity
Overload protection is setin jiecang's own control box »  Profile code
» Optional feature
» Segments

Type



LIFTINGCOLUMNS

JC35ER-2

FEATURES

e JC35ER-2 column is designed for a wide range of
workstation applications, like computer workstations,
work benches, assembly desks, kitchens and monitor lift

e With the Hall sensors built-in, JC35ER-2 can be operated
either as single column or several columns in synchronized
movement by choosing a control box with micro-processor

® SPECIFICATIONS

Dynamic Load Push (N)
Dynamic Load Pull (N)
Static Load Push * (N)
Static Load Pull * (N)
Input (VDC)

Speed at Full Load (mm/s)
Input (VDC)
Speed at Full Load (mm/s)
Stroke Length (mm)
Colour

Mounting

Overload Protection

Limit Switch

Duty Cycle

IP Grade

Operation Temperature
Optional Feature

Standard

4000 2000
4000 2000
4000 2000
4000 2000
24
4 9
12
35 5

100~400 (option >400)

Sliver

By screws on the side directly or by holder (option)
Yes

Build-in

10%, max, 2min. continuous use

1P43

+5°C ~+40°C

Hall sensors option

CE /UL

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

Overload protection is setin jiecang's own control box

/\ JC35ER-2 can be mounted upside down on the ceiling. For safety, the max load should not be more than 50kgs.

LIFTINGCOLUMS
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JC35ER-2 Current vs Load JC35ER-2 Speed vs Load
5 50
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® DESIGNATION

100 200 300 400 500 600 (kg)
24VDC

JC35ER-2-Y-4-4-24-300/450-0-G-10-10-2D0
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Steel mounting holder (option)

P40

JC35ER-2 Current vs Load

100 200 300 400 500 600 (kg)
12vDC

Cable length
Plug and cable
Surface

Color

Mounting
Stroke/retracted length
Input voltage
Speed at full load
Load capacity
Optional feature
Segments

Type

4-M6

JC35ER-2 Speed vs Load
50

@y
E30
E 20
GO
® " 400 200 300 400 500 600 (kg)
12VDC
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JC35ER-3

FEATURES

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is setin jiecang's own control box

/\ JC35ER-3 can be mounted upside down on the ceiling. For safety, the max load should not be more than 50kgs.

Load capacity
Optional feature
Segments

Type

e JC35ER-3 column is designed for a wide range of workstation applications, _EE_ Steel mounting holder (option)
like computer workstations, work benches, assembly desks, kitchens or TV lift —
e 3 segment columns have smaller installation dimensions and higher speed @80
® \Vith the Hall sensors built-in, JC35ER-3 can be operated either as single
column or several columns in synchronized movement by choosing a ©
control box with micro-processor 2
?
4-6M I
5 b \\
P40
25 92 -
' 12 =
e 190
® SPECIFICATIONS
. ® PERFORMANCE
Dynamic Load Push (N) 1200
Dynamic Load Pull (N) 1200
JC35ER-3 Current vs Load JC35ER-3 Speed vs Load JC35ER-3 Current vs Load JC35ER-3 Speed vs Load
Static Load Push * (N) 1200 5 50 10 50
) <4 7\”\ 40 <8 @ 40
Static Load Pull * (N) 1200 Z s £ 30 e £ 30
15 = ] =
E2 B 20 = B 20
Input (VDC) 24 3. (% B 3, (% o=l
Speed at Full Load  (mml/s) 10 © o0 200 300 400 500 600 (kg) ® 100 200 300 400 500 600 (kg) ® " l00 200 300 400 500 600 (ko) ® 100 200 300 400 500 600 (kg)
Input (vDC) 12 24VDC 24VDC 12vDC 12vDC
Speed at Full Load (mm/s) 8
Stroke Length (mm) 100~400 (option >400)
Colour Sliver ® DESIGNATION
Mountin By screws on the side directly or by holder (option
o Y Y or by holder (option) JC35ER - 3-Y - 1D5 - 10 - 24 - 400
Overload Protection Yes
Limit Switch Build-in —» Cable length
Duty Cycle 10%, max, 2min. continuous use Plug and cable
Surface
IP Grade IP43 > Color
Operation Temperature +5°C ~ +40°C » Mounting
Optional Feature Hall sensors option > Stroke/retracted length
SEnaa CE/ UL » Input voltage
andar » Speed at full load



LIFTINGCOLUMNS

JC35ES-2

FEATURES

e JC35ES-2 column is designed for a wide range of workstation applications,
like computer workstations, work benches, assembly desks or kitchens

e With the Hall sensors built-in, JC35ES-2 can be operated either as single
column or several columns in synchronized movement by choosing a
control box with micro-processor

® SPECIFICATIONS

Dynamic Load Push
Dynamic Load Pull
Static Load Push *
Static Load Pull *

Input (vDC)
Speed at Full Load (mm/s)
Input (VDC)
Speed at Full Load (mm/s)

Stroke Length

Colour

Mounting

Overload Protection
Limit Switch

Duty Cycle

IP Grade

Operation Temperature
Optional Feature
Standard

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.

6000
6000
6000
6000

Overload protection is set in jiecang's own control box

4000
4000
4000
4000
24
4
12
4
100~400 (option >400)
Black or Grey

By screws on the top and bottom plate (option)

Yes

Build-in

10%, max, 2min. continuous use
IP43

+5°C ~ +40°C

Hall sensors option

UL60601 / CE

2000
2000
2000
2000

LIFTINGCOLUMS

S+150 (S<400)
S+170 (S>400)
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® DESIGNATION
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82
4-06.5 184

R
4-065 |* o *
R

184 LLJ

200

94
110
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P64

® PERFORMANCE

JC35ES-2 Current vs Load

JC35ES-2 Speed vs Load JC35ES-2 Current vs Load JC35ES-2 Speed vs Load
50

=)
w & o
S S o

Current (A)
3

o N B O ©
Speed (mm/s)

=)

-

100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg) 100 200 300 400 500 600 (kg)
24VDC 12vDC 12vDC

o

/350 -A-G-10-10 - 2D0

Cable length
Plug and cable
Surface

Color
Mounting

Stroke/retracted length

Input voltage

Speed at full load

Load capacity

Optional feature

Segments

VYV VYyVYVYYVYYVY Y

Type

62



LIFTINGCOLUMNS

JC35ES-3

FEATURES

e JC35ES-3 column is designed for a wide range of workstation applications,
like computer workstations, work benches, assembly desks, kitchens or TV lift

e 3 segment columns have smaller installation dimensions and higher speed

® \Vith the Hall sensors built-in, JC35ES-3 can be operated either as single
column or several columns in synchronized movement by choosing a
control box with micro-processor

...-F""'_—-—-—L—_._'.

® SPECIFICATIONS

Dynamic Load Push (N) 2000

Static Load Push * (N) 2000

Static Load Pull * (N) 2000

Input (VDC) 24

Speed at Full Load (mm/s) 10

Input (VDC) 12

Speed at Full Load (mm/s) 7

Stroke Length (mm) 100~400 (option >400)

Colour Black or Grey

Mounting By screws on the top and bottom plate (option)
Overload Protection Yes

Limit Switch Build-in

Duty Cycle 10%,max. 2min. continuous use

IP Grade 1P43
Operation Temperature +5°C ~ +40°C

Optional Feature Hall sensors option

Standard UL60601 / CE

* The values apply when appropriate Jiecang Control Box is used, which short-circuits the motor during stop.
Overload protection is setin jiecang's own control box

LIFTINGCOLUMS
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® PERFORMANCE

JC35ES-3 Current vs Load

Current (A)
o = N W &~ O

100 200 300 400 500 600 (kg)
24VDC

® DESIGNATION

JC35ES -3 -

Y-2-10-24

JC35ES-3 Speed vs Load
50
D 40
E30
B 20

%10\
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24VDC

0/400-A-G-10-10 -2D0

JC35ES-3 Current vs Load

=)

Current (A)
o N B O ©

100 200 300 400 500 600 (kg)
12vDC

Cable length
Plug and cable
Surface

Color

Mounting

Stroke/retracted length

vVVvyYyy

Input voltage

Speed at full load

Load capacity

vVYvyy

Optional feature

Segments

vy

Type
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CONTROLBOXES

JCR35
JCB1

FEATURES

e There is no power supply inside. It should be supply
from outside, like SMPS and battery

Number of actuator outputs

Output Voltage

(VvDC)

Actuator plugs

Hand/Foot-Control plugs

Power plug

Colour

58
Mounting board f—— —"

JCB1
1-2 outputs
24
DIN 4 M bend plug
Maletti bend plug
01s
Black or Grey

5.5

Lt

69

[E-

minla|

006

N
E)Jg

100

JCR35

® ORDER KEY EXAMPLE

\)

-24-B-JCR-01-1-0D3 -

:

(=
|
VVyVVYyYVYYVYY

1-4 outputs

il
L S >
8 -

JCR35

Duty Cycle
Overload Protection
Cable length

IP Grade

Ambient temperature

JCR35

Standard
133
122
117
o 13
o
<38 B[ ¢

JCB1

Feature

Cable length

Power plug

PCB code

Color

Voltage

Number of actuator outputs
Type

JCB1

® SPECIFICATIONS

JCR35

JCB1

10%, max 2min. continuous use

PTC
0.3m
IP54
+5°C ~ +40°C
CE

CONTROLBOXES

JCB35Q
JCB35T

FEATURES

e Connection of max 4 actuators and
1 operating element

,!" ®

",

®

EEEEE SUPPORTING YOUR SUCCESS

mgﬁg

-y
e Adjust the voltage 100V to 240V
e Power supply with SMPS, more light and handy JCB35Q JCB35T
e JCB35Q could mount with actuator D ,DF,G,types
e External Battery
® SPECIFICATIONS
JCB35Q JCB35T JCB35Q JCB35T
Number of actuator outputs 1-4outputs Duty cycle 10%, max 2min. continuous use
Max Output Voltage (VDC) 29V Overload protection PTC protection oﬁ,ﬁi{ﬁ;;’;‘;‘ufg??;i‘;’gm
Input Voltage (VAQC) 100-240 Cable length 3m 3m(option)
Transformer power (VA) 50/100 IP Grade Max |IP66
Actuator plugs Motor straight Plug Operation temperature +5°C ~ +40°C
Hand/Foot-Control plugs Motor straight Plug Standard/Certificate UL60601 /CE
Power plug Option Batteries External
Other features
Color Black or grey RF receiver built-in
148
160
,q 157 <
o 2 g 3-25.8
2[5 0Q00Q|
164 S
169
JCB35Q JCB35T
® ORDER KEY EXAMPLE
JCB35Q-0-4-24-110/230-B - 02 - 50 - Z3 - 3D0 - 01
—[’ Feature (%) *
Cable length 00:standard
Power plug 01:external AC fuse
SMPS 02:with study button
» PCB code 82\”':2 direc;tsat:th wire
> | :with reset button
_ ICO otr it 05:with wireless
» Inputvoltage 06:double connections for handsets
» Output voltage 07:external DC fuse
» Number of actuator outputs  08:with night light function
» Optional feature 09:allow to connect outside battery
> Type 10:with pile for earth wire

66
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JCB35R - JCB35R1

FEATURES . FEATURES b

e Connection of max 6 actuators and 1 operating element , “. ® Input voltage is less than 36VDC, more safe ‘ ‘ ‘ ‘

e Adjustthe voltage 100V to 240V \ . ... e \With more flat house and easy to mount on the bed -~ . . .
s

e Power supply with SMPS, more light and handy ® Power could supply by the battery, better movability

® SPECIFICATIONS ® SPECIFICATIONS

Number of actuator outputs 1-6 outputs Duty Cycle 10%, max 2min. continuous use

Number of actuator outputs 1-6 outputs Overload Protection Overcurrent/Overtemperature protection

Max Output Voltage (VDC) 29 Overload Protection Overcurrent/Overtemperature protection Input Voltage (VAC) 24 ( by SMPS or Battery ) Cable length 2.5m(option)
Input Voltage (VAC) 110-240 Cable length 3m Actuator plugs Motor straight Plug IP Grade Max IP66
Transformer power  (VA) 100/200 IP Grade Max IP66 Hand/Foot-Control plugs Motor straight Plug Ambient temperature  +5°C ~+40°C
Actuator pl i i °C ~ +40°

ctuator plugs Motor straight Plug Ambient temperature  +5°C ~ +40°C Colour Black or grey Standard UL60601/CE
1 e TEER el PN Motor straight Plug Standard ULG0601/CE Duty Cycle 10%, max 2min. continuous use ~ Other features Batteries External
Power plug Option Batteries External

Other features

Colour Black or grey RF receiver built-in

238
267.2
251.2
238
R3 - ~ E ‘5 i
o 5 s +| Foooooooo
© > o o )
Sle - -~
©
|
251.2
267.2

| n

® ORDER KEY EXAMPLE ® ORDER KEY EXAMPLE

JCB35R -0 - 4 - 24 - 110/230 - G - POWER - 100 - Z3 - 3D0 - 09 JCB35R1 - M - 6 - 24 - 24 - G - (A-M)-6-(JZ-UART)-02-V1-2-0-0-0 - 0

I Feature (%) *
Cable length 00:standard Feature (%)
' Cable length
R Power plug 01:external AC fuse Power Iug
> SMPS 02:with study button plug
» PCB code 03:with direct earth wire Power
» Color 04:with reset button » PCB code
> Input voltage 05:with wireless » Color
» Output voltage 8?522;?:?;%%‘?522”5 for handsets » Input voltage
> Nun_wber of actuator outputs 08:with night light function » Output voltage
» Optional feature 09:allow to connect outside battery > Nunlwber of actuator outputs
> Type 10:with pile for earth wire » Optional feature
» Type

68
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CONTROLBOXES

JCB35K2-A

FEATURES
e Wall mount charger
e Li-ion battery 2.2AH or 4.4AH option
® Power indicator both on handset and display, easy to read @
® Connection of max 2 actuators and 1 operating element @ l .
e Acoustic battery alarm when low power @ @

(-} L

I

e
=
1 [
Handset Charger

® SPECIFICATIONS

Number of actuator outputs

Output Voltage
Colour

Duty Cycle

Overload Protection
Ambient temperature

Battery energy display

Feature

Function

(VDC)

1-2 outputs

24VDC/2.2/4.4Ah lithium batteries

Grey

10%, max 2min. continuous use

Overcurrent protection, LED indicator

+5°C ~ +40°C

Power indication both on handset and display

Emergency button to stop the actuator movement

Low power indicator on handset and warning on control box
Power indication both on handset and display

Internal charger

CONTROLBOXES

370.5
r —— T~
0Ok
. iM

4.8

1.5

R@ I @:3%
[l ——— =

® ORDER KEY EXAMPLE

140 140

EEEEE SUPPORTING YOUR SUCCESS

55.7_

JCB35K2-A-M-2-24-24-G-M-2-C-01-V1-2-2.2-0-0-0

41.5

v

v

119

115
—
6858
Q

63.6

Feature

Cable length

Cable

Battery capacity

PCB code

Color

Input voltage

Output voltage

Number of actuator outputs
Optional feature

Type

t
6.2

®

70



®

CONTROLBOXES CONTROLBOXES

EEEEE SUPPORTING YOUR SUCCESS

JCB35K2-B — @ DIMENSIONS

FEATURES
® Wall mount charger 3705
e Li-ion battery 2.2AH or 4.4AH option 140 140 55.7
® Power indicator on handset, easy to read ® ~ ———— - o © T
® Connection of max 2 actuators and 1 operating element ® ! . e N ﬂ_F
. e © [¢)
e Acoustic battery alarm when low power @ @ ® | > g( H]E} H]E} ® H]E]
m » =) ‘B
™ - —~__ —— T ° ° °
T QOOO ) o 3017
3-®19
&= o
48 © I 0| ©
m 15 - 19| O+
Handset Charger % 415 >
63.6
® SPECIFICATIONS
® ORDER KEY EXAMPLE
Number of actuator outputs 1-2 outputs
Output Voltage (vDC) 24VDC/2.2/4.4Ah lithium batteries JCB35K2-B-M-2-24-24-G-M-2-C-01-V1-2-22-0-0-0
Colour Grey
o . -
Duty Cycle 10%, max 2min. continuous use Feature
Overload Protection Overcurrent protection, LED indicator Cable length
Ambient temperature +5°C ~ +40°C Cable
Battery energy display Sectional LED indication > Battery capacity
Feature Emergency button to stop the actuator movement > PCB code
Low power indicator on handset and warning on control box > Color
Function » Input voltage
Internal charger
» Output voltage
» Number of actuator outputs
» Optional feature
» Type



CONTROLBOXES

JCB35K3

FEATURES

R
W
W'l

® Special design for patient lift system

® |nternal charger or charging cradle is option

e Connection of max 3 actuators and 1 operating element
e With 2.0 inches TFT color screen

e Li-ion battery 2.2AH or 4.4AH

® SPECIFICATIONS

Number of actuator outputs
Output Voltage (VDC)
Actuator plugs

Hand/Foot-Control plugs

Colour

Standard

Function

1-3 outputs Duty Cycle 10%, max 2min. continuous use
25.9VDC/2.2/4.4Ah lithium batteries Overload Protection Single-extra protection
DIN 6 ET bend plug Ambient temperature  +5°C~+40°C

Power indication both on

DIN 10 RJ bend plug Battery energy display handset and display

Low power indicator on display

Blue and White Sepjeerenaan and acoustic battery alarm

Max IP66 Feature Current cut-off in an emergency

1. Indicator on handset, on display and acoustic alarm when low power

2. Power of the battery, movement of actuator, times of channel 1 actuator operate and over load
3. Customer could set the service period and it will warning when it expire

4. Record the times of actuator operate in each service period, easy to check

801

i

00
® © © ® ® ]
442
~i ) O
o
© © © ] [c ©
&
8 &,
o 140 140 79.7
(30 o o o O
: : —

CONTROLBOXES

®
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JCB35K3(Charger) JCH35A10 (Hand controls)

L

59
) :

.3
N\ P>
0
107.6 97.9

® ORDER KEY EXAMPLE

JCB35K3 -M-2-24-24-G - M-2-C-01-V1-2-2.2-0-0-0

»
»
»
»
»
»
»
»
»
»
»
»
»
»
»
»

259.6

{

35

Feature

Cable length
Cable

Battery capacity
PCB code
Color

Input voltage
Output voltage
Number of actuator outputs
Optional feature
Type

74



CONTROLBOXES

JCB35N2

FEATURES

e Low power consumption<0.2W

® Efficient soft start

® [ntelligent proction design,auto back tracking

against resistance
® Unige design,light and handy

® SPECIFICATIONS

Number of actuator outputs 1-2 outputs Color Black

Output Voltage (VDC) 33 Duty cycle S2-20min, max 2min. continuous use
Input Voltage (VAC)  110/230 Overload protection Current Protection

Transformer power (Watts) 400 Cable length 3m (Option)

Actuator plugs DIN 6 ET plug IP Grade IP20

Hand/Foot-Control plugs DIN 8 RJ plug Operation temperature  +5°C-+40°C

Power plug Option Standard UL/TUV-mark(CE)/PSE/KC

260

1] 53 0
= 275 58
‘ <
mT_ — = > 3 | :
-— 2:
40 8® 3 N
= @

CONTROLBOXES

JCB35S

FEATURES

® Connect 1-5 actuators and 1 controller
® Adjust the voltage 100V to 240V

More flat for the special homecare bed
Power supply with SMPS, more light and handy

®

EEEEE SUPPORTING YOUR SUCCESS

® SPECIFICATIONS

Number of actuator outputs
Max Output Voltage (VDC)
Input Voltage (VAC)
Transformer power (VA)
Actuator plugs
Hand/Foot-Control plugs
Power plug

Color

Duty cycle

300

(o

180

1-5 outputs

29

100-240

100

Motor straight Plug
Motor straight Plug
Option

Black or grey

10%, max 2min. continuous use

® ORDER KEY EXAMPLE

JCB35N2 - M - 2E8 - 24 - 230 - B - N2-V5 - 230 - M2 - 3D0-11 - 650 - 560(600)

® ORDER KEY EXAMPLE

JCB35S-A-4-24-230-B-SCI-V1-200-23-3D0-01

Retracted length of actuator
Stroke length of actuator

Cable length

Power Plug

Transformer power

PCB code

Color

Input voltage

Output voltage

Actuator quantity and type

Optional feature

VYV VvV VYVYYVvVyVvyVvYyVvVYVvVYVY

Type

Overload protection

Overcurrent/Overtemperature protection

Cable length 3m
IP Grade IP54
Operation temperature  +5°C-+40°C
Standard CE
RF receiver built-in
Other features With dry cell
Connect separated battery
g fooooooce |

VVYVVYVyYVYVYYVYY

Feature

Cable length
Power plug
Transformer power
PCB code

Color

Input voltage
Output voltage
Number of actuator outputs
Optional feature
Type

76
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HAND/FOOTCONTROLLER

JCHQ35
JCH35V2

FEATURES

e Economical design for furniture market

JCHQ35

JCH35V2

® SPECIFICATIONS

JCHQ35 JCH35V2
Actuator Quantity 1-2 1-4
Plug and cable Option
Color Black or Grey
IP Grade 1P20 1P54
Connection All of JIECANG control boxes
Other features Special design for dual motor system Can connect with relay free system

44

A

157

500 0)
0000

175

JCHQ35 JCH35V2

® ORDER KEY EXAMPLE

JCHQ35 -3 - G - 5G16 - K - 4D0 - L - 3(1+2)

_I;b Work together
Special function

Cable length
Plug and cable
Panel code
Color

VVvVVvYyvVYyYY

Type

Number of button pairs

HAND/FOOTCONTROLLER

JCH35A2
JCH35A4

FEATURES

® Softness handfeel
® Ergonomic design
® Background light optional

® |P66

JCH35A2

EEEEE SUPPORTING YOUR SUCCESS

JCH35A4

® SPECIFICATIONS

JCH35A2
Actuator quantity 1~6
Color
Plug and cable
IP Grade
Connection

Other Features

h $31.5 5
173 27,
205
uq 000000) .
000000 &
JCH35A2

® ORDER KEY EXAMPLE

JCH35A4-A-5-B-5G1-L-4D0-L-3(1+2)4(3+4)5(3-4)

|

VVVYVYVYYY

JCH35A4
1~5
Black or Grey
Option
IP54

All of JIECANG control boxes
Background light

/!
<
— I

6 00| |
(.@.@@.ﬂa@.) ?

JCH35A4

Work together

Special function

Cable length

Plug and cable

Panel code

Color

Number of button pairs

A:with background;B:without background
Type

®

/8
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HAND/FOOTCONTROLLER

JCH35A6

FEATURES
e Softness handfeel
e Background light optional % %
e With Integrated electrical lock or not
® [P66 -
e With touch sensitive function §2\\" \g& o
Without lock With lock
|® SPECIFICATIONS
Actuator Quantity 176
Maximum available buttons 12
Color Grey
Plug and cable Option
IP Grade Max 1P66
Connection All of JIECANG control boxes
Other features Background light, With Integrated electrical lock or not,

With touch sensitive function

227 227
194.5 ™ 194.5 o
T N :
5
50 50
oo o000 » , | ffO 0000 3
i) ¥eleXeXeX ek e \ WO O OO-00 ¢
Without lock With lock

® ORDER KEY EXAMPLE

JCH35A6-A-6-G-6G1-L1-4D0-L -3(1+2)4(3+4)5(3-4)6(CPR) - 0

0:Without lock; 1:With lock

Work together

Special function

Cable length

Plug and cable

Panel code

Color

Number of button pairs

A:with background;B:without background

Type

VVVVVYVYYVYYVYY

HAND/FOOTCONTROLLER

JCH35A7

FEATURES

e Softness handfeel
e Background light optional
® (P66

EEEEE SUPPORTING YOUR SUCCESS

A r‘
&

® SPECIFICATIONS

Actuator Quantity

Maximum available buttons
Color

Plug and cable

IP Grade

Connection

Other features

176
14
Grey
Option
Max TP66
All of JIECANG control boxes
Background light

46.5

~ X32.4
N \
187 ﬁ ; j f
238

270.5

O0O00000 —
ooooooo“’

® ORDER KEY EXAMPLE

JCH35A7-A-7-G-7G1-L1-4D0-L - 3(1+2)4(3+4)5(3-4)

Work together

Special function

Cable length

Plug and cable
Panel code

il

Color

Number of button pairs

A:with background;B:without background

VVVVVYYVYYY

Type

®
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HAND/FOOTCONTROLLER

JCH35A8

FEATURES

e Special metal hook for operation bed
e Up to 29 buttons to realize more technical function
e Soft-touching case

® \With electronic locker

® SPECIFICATIONS

Actuator Quantity

Maximum available buttons
Color

Plug and cable

IP Grade

Connection

Other features

JCH35A8 -6 -B -6B1/B1-L1-4D0-1D0

Background light, Lock/Unlock fucnction

176
29
Black
Option
Max IP66
JCB35R

66.2

v

v Y

——

v

v

v

v

Aviation plug
Spring wire length
Plug and cable
Logo panel code

» Panel code

Color
Number of button pairs
Type

HAND/FOOTCONTROLLER

JCH35A9

BEEEE SUPPORTING YOUR SUCCESS

-

Sy
FEATURES R

o
e With serial port communication or Can Bus communication o @
e With 2.0 inches TFT color screen S &
® With electronic locker(handset key) e &
&
$ *

® SPECIFICATIONS

Actuator Quantity 174
Maximum available buttons 10
Color Grey
Plug and cable Option
IP Grade Max IP66
Connection JCB35R
Other features

256

200

{‘oooog“
00000 J

'

With 2.0 inches TFT color screen, Lock/Unlock fucnction

® ORDER KEY EXAMPLE

JCH35A9 - B-5 - G - (2.0-M)-5X2-(CAN-UART)-01-V2 - 5G1 - 8L1 - 4D0 - 0

Lb Work together
Cable length

Plug and cable

Panel code
PCB code

=

Color

Number of button pairs

VVVYyYVYyYvVYY

Type

A:with background; B:without background

®



HAND/FOOTCONTROLLER

JCH35A10

FEATURES

® Design only for the patient lifter

® |P66

® SPECIFICATIONS

Number of button pairs
A:with background; B:without background

Actuator Quantity 173
Color Grey
Plug and cable Bend plug
IP Grade Max IP66
Connection JCB35K3
N
i g
g E— !7‘ I
y i iy
® ORDER KEY EXAMPLE
JCH35A10-B-3-G-M-1X6-01-V1 -3L1-X-4D0-X
T—» Work together
Cable length
Plug and cable
» Panel code
» PCB code
» Color

Type

®

HAND/FOOTCONTROLLER

EEEEE SUPPORTING YOUR SUCCESS

JCHT35K

FEATURES

® Special designed for adjustable table

® SPECIFICATIONS

Actuator quantity 1-4

Color Black or Grey

Plug and cable Option

IP Grade 1P20

Connection JCB35N1, JCB35N2, JCB35N3, JCB35N4

Other Features (1) 4 positions memory function; (2) LED list for position of the actuator or column.

?§> =

[ I PYOREE
. )

32

s\ O

® ORDER KEY EXAMPLE

| |
ey

JCHT35K-1-KJ-B-H-2D0-W

LED backlight color
Cable length

Plug and cable

Color

Panel code

Number of button pairs
Type

i
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HAND/FOOTCONTROLLER

JCHT35L

FEATURES

® Special designed for adjustable table
e Compact size, outward appearance

® \With backlight (option)

® SPECIFICATIONS

Actuator Quantity
Color

DIN 9 bend plug,

Plug and cable straight cable

IP Grade
Connection JCT35D-MY4
Other features Without backlight

269 60
4 44
%
[e] L
© v,
(=x=X
=/
> 20

® ORDER KEY EXAMPLE

(o
(2]
T
—
(%
L
L}
(=3
(=3
o
—
oo}
L}
(=3
o
—
T
N
o
o
oY

backlight color
Cable length
Plug and cable
Panel code

Color
PCB code

Type

1-4
Black

DIN 8 RJ plug,
straight cable

DIN 8 RJ plug,
straight cable

Max 1P66

JCB35] with low

power consumption JCB35N1/N2/N3/N4

Long-time backlight Long-time backlight

HAND/FOOTCONTROLLER

JCHR35C

FEATURES

® RF wireless remotes controls

EEEEE SUPPORTING YOUR SUCCESS

® SPECIFICATIONS

Actuator Quantity 2 actuators + 2 massage motors
Color Black

IP Grade P20

Connection JS35810-04

Other features 2.4G Wireless

157.2

29.5

® ORDER KEY EXAMPLE

JCHR35E - B - 2B5 -R - JCYK100-6 - Y4

Frequency
PCB code
Remote type
Panel code
Color

Type

vVVvYVYyyvyYy I

®
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HAND/FOOTCONTROLLER

JCHR35F

FEATURES

® Compact size , Comfortable handfeel
® Controlled by 2.4G RF

e Stronger disturbance rejection

® SPECIFICATIONS

Actuator Quantity
Color
Connection

Other features

| ® DIVENSIONS ______|

20.8

140

54

| =

JCHR35F-G - 3-R - 2.4G - 0001

Batch code
Working frequency
Remote type(B/R)
Numbers of buttons
Color
Type

VVVV\l

1-3
White
JCB35Q. JCP35N
2.4G Wireless

HAND/FOOTCONTROLLER

EEEEE SUPPORTING YOUR SUCCESS

FOOT CONTROLLERS JCF35/ JCFS35

FEATURES

e The foot switches can be connected together

JCF35 JCFS35
® SPECIFICATIONS

JCF35 JCFS35
Actuator Quantity 1-4 1-2
Plug and cable Option
Color Black or Grey Black
IP Grade IP54 Max P66
Connection All of JIECANG control boxes

JCF35 JCFS35

® ORDER KEY EXAMPLE

N

JCF35-2-G-G1G2-L-4D0-X

IN

Special function

Cable length

Plug and cable

Panel code

Color

Number of button pairs
Type

vVVvyYyYyYyY JI

®
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HAND/FOOTCONTROLLER

FOOT CONTROLLER JCFN35

FEATURES

e The foot switches can be connected together

® SPECIFICATIONS

Actuator Quantity 1-3

Plug and cable Option

Color White blue

IP Grade Max P66

Connection All of JIECANG control boxes

180
- i
s | [N —
e} 1 —
E § 55 © @
S S E 3
® ORDER KEY EXAMPLE
JCFN35 -2 -G - 001/002 - L -4D0 - X
LV Special function
Cable length
Plug and cable
» Panel code
» Color
» Number of button pairs
» Type

HAND/FOOTCONTROLLER

EEEEE SUPPORTING YOUR SUCCESS

NURSE CONTROLLER
JCHN3SE

FEATURES

® Aesthetic apperance

e Hook design
® Better button feelings by tact switch
® General PCB and panel with JCHN35F

® SPECIFICATIONS

Actuator quantity 4 or 5 (Max.23buttons,customized function)
Colour Grey

Plug and cable 9 pin or 14 pin spring cable with 4meters
IP Grade IP54

Connection Match with JIECANG standard/intelligent control boxes

Other features General function with CPR;3 columns system function

200
5 : oL
NN
©e e e ] = \
8 @S9 5
© s N e
# 7 ¥
® ORDER KEY EXAMPLE
JCHN35E-5-G-001-L-4D0-X
Lb Special function
Cable length
» Plug and cable
» Panel code
» Color
» Number of the button pairs
> Type

®
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HAND/FOOTCONTROLLER

JCHN3S5E1

FEATURES

® Nice shape base onindependent design
® New buttons with better touch feeling

® SPECIFICATIONS

Actuator quantity
Colour

Plug and cable

IP Grade
Connection

Other Features

56 ) 193

128.5

® ORDER KEY EXAMPLE

JCHN35E-5-G-001-L-4D0-X

vYvyyvy VVll

4 or 5 (Max.28 buttons,customized function)

Grey

9 pin or 14 pin spring cable with 4meters

Max IP66

Match with JIECANG standard/intelligent control boxes

General function with CPR;3 columns system function

42.5

Special function

Cable length

Plug and cable

Panel code

Color

Number of the button pairs
Type

HAND/FOOTCONTROLLER

EEEEE SUPPORTING YOUR SUCCESS

JCHN3S5F

FEATURES

® Embedded design

® Better button feelings

® General PCB and panel with JCHN35E

® SPECIFICATIONS

Actuator quantity 4 or 5 (Max.23buttons,customized function)

Colour Grey

Plug and cable 9 pin or 14 pin spring cable with 2.5meters

IP Grade IP20

Connection Match with JIECANG standard/intelligent control boxes
Other Features General function with CPR;3 columns system

186

® ORDER KEY EXAMPLE

JCHN35F-5-G-006-L-4D0-X
Special function

Cable length

Plug and cable

Panel code

Color

Number of the button pairs

Type

v Yy Vl I

®

92



HAND/FOOTCONTROLLER

JCHN35H

FEATURES

® Work with jiecang control box, could control max six actuators

e Apply for the medical and homecare bed

e With 3.5inches TFT color screen

® SPECIFICATIONS

Button quantity

Max 30 buttons

Colour Grey
Plug and cable Option
IP Grade Max IP66

Connection

Other Features

Match with JIECANG intelligent control boxes

With 3.5 inches TFT color screen, have angle and scale display
With power supply display

With lock, stop button

Safety design: will lock automatic after 60s

Customization is allowed

27

212
/(O JT 07 10O O\\ o
Oz OO
J110 OO0
= O0O0O0O0O0O
O0O00OO0O0O .
l0000000)) N
® ORDER KEY EXAMPLE
JCHN35H-G-002-V1-001-L2-4D0
Cable length
Plug and cable
Panel code
» PCB code
» Color
» Type

HAND/FOOTCONTROLLER

JCHN35H1

FEATURES

® Work with jiecang control box, could control max six actuators
® Apply for the medical and homecare bed

e Touch screen operate

® SPECIFICATIONS

EEEEE SUPPORTING YOUR SUCCESS

Numbers of buttons 2

Colour Grey

IP Grade IP20
Connection Match with

JIECANG intelligent control boxes

10.1 inches IPS capacitive screen

1280*800 DPI, HD full view monitor

Other Features
Mechanica

I button for emergency stop and turn on/off monitor

Customization is allowed

252

182.5

® ORDER KEY EXAMPLE

JCHN35H1 - G - (10.1-M)-CAN-01-V1- 1- 000 - 8E - 0D8

L,

vVvy

Cable length
Plug and cable
Panel code
PCB code
Color

Type

®
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ACCESSORIES ACCESSORIES

EEEEE SUPPORTING YOUR SUCCESS

SIDERAIL JCP35H02

FEATURES

e Siderail special designed for hospital bed

Gpaa B i1
goge x
oeDO

® SPECIFICATIONS

Panel design Standard or customized option
Plug and cable Option
Material PP

I
!
.

® ORDER KEY EXAMPLE

JCP35H02 - LEFT SIDE - JCP35H-SIDE - 1+2 - DIN14ZZ - 1D0

Differentiable code
Plug

Panel code

PCB code

Position of the bed
Type of right or left
Type

VVVVV\I

SIDERAIL JCP35H03

FEATURES

e Siderail special designed for hospital bed il

oo oo

a\o alp

o8 o0

=
=k
5

® SPECIFICATIONS
Panel design Standard or customized option
Plug and cable Option
Material PP

o2
e §
2e @ 2
[spl
720
[e]
8

® ORDER KEY EXAMPLE

JCP35H03 - LEFT SIDE - JCP35H-SIDE - 1+2 - DIN13ZZ - 01

Differentiable code
Plug

Panel code

PCB code

Position of the bed
Type of right or left
Type

VVVVV\l
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ACCESSORIES

SIDERAIL JCP35H05

FEATURES

e Siderail special designed for hospital bed

]

® SPECIFICATIONS

Panel design Standard or customized option

Plug and cable
Material

Option
PP

3 o
H oe»’*"*’g;
3 < . * 9
e 53 1] 145
g bt
3  — | = o
- 4-08.5
o
AT 4-08.5
326
180 ‘ lﬁL&E
o
: R
i
1090 |

® ORDER KEY EXAMPLE

JCP35H05 - LEFT SIDE - JCP35H-SIDE - 1+2 - DIN14ZZ - 1D0

:

VVVVV\I

Differentiable code
Plug

Panel code

PCB code

Position of the bed
Type of right or left
Type

ACCESSORIES

EEEEE SUPPORTING YOUR SUCCESS

HEAD-FOOT BOARD
JCP351/ JCP35J01

FEATURES

e Headboard special designed for hospital bed
® On the foot side headboard, there can be mounted with scale display and operation panel

JCP35I JCP35J01

® SPECIFICATIONS

Panel design Standard or customized design
Plug and cable Option
Material PP

920 A 920

510
oo
a

510

/

O [ ¥ @) [ ¥

JCP35I JCP35J01

® ORDER KEY EXAMPLE
JCP35J01 - 01
L» Function code

» Type

®
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ACCESSORIES

SMPS

JCP35PA-40, JCP35PA-50
JCP35PA-50B, JCP35PA-100

JCP35PA-100

FEATURES

e Power supply devices with low
standby consumption
(less than 0.5 W)

JCP35PA-40

JCP35PA-50

JCP35PA-50B

® SPECIFICATIONS

Input Voltage

Output Voltage (VDC)
Output power (Watts)
Power Plug

Colour

Connected control box
Output connector
Stand by consumption
Duty cycle

Overload Protection

IP Grade

Ambient temperature

Standard

JCP35PA-40

40
CTYPE
Black or Grey

JCP35PA-40

JCP35PA-50

50
Option

JCP35PA-50B
100~240VAC/50~60Hz
29

50(with 2*9v battery for emergency)

Option
Black

JIECANG control boxes or relay free version

01 female plug

Less than 0.5 W

10%, max, 2min. continuous use

® ORDER KEY EXAMPLE

Built-in
IP54
+5°C ~ +40°C
CE

JCP35PA-40 -29 -230-G -40-B2-1D5

E

vVVvYvVYYy

60

61

170.5

JCP35PA-100

100
Option

Cable length
Power plug
Power

Color

Input voltage
Output voltage
Type

180

118

Sl —

JCP35PA-50

99

JCP35PA-50B

66.6

gﬂmuﬁ IIII-—

JCP35PA-100

ACCESSORIES

BATTERY BOX
JCP35PA-B

FEATURES

e External Battery

® Match the Jiecang control box which with battery

function, provide backup power

e JCP35PA-B-2, Battery charge inside, with indicative

lamp on it

EEEEE SUPPORTING YOUR SUCCESS

-

JCP35PA-B-1 JCP35PA-B-2

® SPECIFICATIONS

Input Voltage (VDC)
Output Voltage (VDC)
Rated Capacity

Type of battery

Power Plug

Colour

Connected control box

JCP35PA-B-1 JCP35PA-B-2
24
24
1.3AH 2.2AH
Lead-Acid Li-iron
Option
Black or White

Match the Jiecang control box which with battery function

IP Grade IP54 Max 1P66
Ambient temperature +5°C ~ +40°C
I )
—
= ~——
153.5 '@m ﬂ
i
68 <
JCP35PA-B-1 JCP35PA-B-2
® ORDER KEY EXAMPLE
JCP35PA -B -1 -G - 1.3AH - 24 - battery - V1.1 - DIN3ZJ - 2M
LV Cable length
——» Powerplug
» Thetype of PCB
p Output voltage
» Battery Capacity
» Color
» The type of battery
» Type

®



ACCESSORIES

NIGHT LIGHT JCP35E1-LED

FEATURES

e JCP35E1-LED is night light mounted under the bed for patient or elder man in the night

® SPECIFICATIONS

" Plug and cable Option
\;\‘w}\ < Color White
. IP Grade Max P66
Connection To handset connector of JIJECANG control boxes
o DIVENSIONS
o r—sgés ‘ JCP35E1 - LED - S - 2D0
t“h o' Cable length
T Plug and cable type
%2 / Um » PCB code
( » Type

CONNECTION BOX JCP35C

FEATURES

e Connection box JCP35C is designed to use where there is up to 5 hand/foot controls
to be connected to the control box

® SPECIFICATIONS

\ Plug to control box Option
Connector to hand/foot controls Option
Number of the hand/foot controls 1-5 controls
Color Black or Grey
male © n JCP35C - 01 - G - 5 - JCP35C-8DIN - 0001
E ! 318 25.5 |—> Series no
- 102(=25.5x4) PCB codé
>
165 35 » Plug quantity
» Color
» Type of the housing
~ @) O » Type

@
ACCESSORIES

EEEEE SUPPORTING YOUR SUCCESS

SAFETY SWITCH JCP35Q

FEATURES

e Emergency stop button

® SPECIFICATIONS

Current cut-off 10A/DC
Plug to control box 4 pins male-female plug

JCP35Q-JT-G-NC-E-2D0

94 06 Cable length
2 2-011.5 Specification of the switch box
_ © Role of the switch
¥ Color
=3 » Application
» Type
FEATURES
""‘\\ | e Current cut-off by pulling out the switch
20
P, "s-q,&(‘s) 5
TR ® SPECIFICATIONS
)
: Input Voltage 100-240V~ 50/60Hz 3A
& Output Voltage 100-240V~ 50/60Hz 3A
YOR, IP Grade Max IP66
Plug to control box Plug for JCB type control box

JCP35Q1-G-0-01-V1-1-JCB-1D5

Cable length
Plug and cable
PCB code
Color

Type

VVV\!
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ACCESSORIES ADDITIONALINFORMATION

EEEEE SUPPORTING YOUR SUCCESS

SAFETY SWITCH JCP35S TOP-END-CLEVIS

Position of the Top-End-Clevis: Position of the Top-End-Clevis of most of the Linear Actuators

» FEATURES can be chosen as H type (Horizontal), V type (Vertical) or 45 degrees (as following drawing).
< e The safety switch JCP35S is designed to cutoff the current immediately the button pressed
e Itis usually connected between the actuators and the control box positions of End-Clevises
-
_ ® SPECIFICATIONS

Plug to control box Option

Connector to actuator Option

Cable length 600mm each cable (option)

Color Black or Grey _

V type clevis 45 degrees type clevis 2

—

CP35S-04-04-G-X TOLERANCE

8.5 JOF
55
. . ) The tolerance of the stroke length, retracted length, mounting hole,
L Only if special option
> © Color mounting clevis outer diameter of the actuators is listed as following.
- Connector to the actuator

45
335

0.1
» Plug to control box +0.15 ©10.10 °
» Type $10.10
o ¢ 5 ®
N
1 o<
&
L=S+175(S < 400) £2 S+2

L=S+195(S > 400)

Power-Supply Plugs | |

N—

6.5

162
®30-02
32-0.2
42.8
50.5

@70

I A,
L D

T

X

SYNCHRONISED STROKE

C3 (European 3 pins) Z3 (Chinese 3-pin) Y3 (UK 3 pins) A3 ( Australian 3 pins ) N3 ( South African 3 pin ) Synchronized stroke is reduced by 15 mm compared to the ordering stroke (as following drawing).
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& ﬁ-‘ I
= ﬁ X
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